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An example of a properly protected installation with control and measurement devices.

Protected Unprotected

N

- - =]
SUG-RS485R
I

—L_
—_

\
N
N
S =

PTZ keyboard Bpe PER Speed Dome
Protected Unprotected Unprotected Protected
Power
SUG-RS485 )\ SUG-RS485
[ A—=  -12vbepIN —f . -12VDC/DIN <:| 1
% | — —h gﬁ — —
PLC PE PE Actuated
element
Protected Unprotected Unprotected Protected
36VDC
) Clp
PE PE Measuring
Controller element
Protected Unprotected Unprotected Protected
A )
— o—
H= =Pk 4 = =1 |
PLC ;
PE PE Measuring
element

] U
PLC .
PE PE Measuring

element

Maximum protection is achieved by installing protectors at the boundaries of the zones(LPZ) and at both ends of the line.

In the area of impact of pulsed electromagnetic fields on electrical and electronic equipment, it is necessary to use appropriately
selected protection devices. The general principles for creating zonal protection against lightning electromagnetic impulse in a
building facility are contained in EN 62305-4. This standard requires a systematic approach consisting of coordinated SPDs for both

power lines and signal lines.

Ewimar Sp. z 0.0., Manufacturer of surge protection systems
ul. Konarskiego 84, 01-355 Warszawa



An example of a properly protected alarm control panel in an intrusion alarm system.
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Protection for 2 buses and a siren
with its own power supply

Keypads Expanders Siren

Protection for 2 buses and a siren
without its own power supply
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Separation of 8 power supply lines of
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Detector 1 Detector 2 Detector 1 Detector 2 Detector 1 Detector 2

Protection of 8 alarm lines of indoor
detectors and common power supply

Protection of 8 alarm lines of indoor
detectors with power separation

Protection of 4 outdoor detectors alarm
lines and 4 power lines

Maximum protection is achieved by installing protectors at the boundaries of the zones(LPZ) and at both ends of the line.
The required reliability of intrusion alarm systems at the same time as the high risk of absorbing electromagnetic impulse results

in the need for additional protection devices. The use of surge protection at the boundaries of lightning protection zones is aimed
at limiting the penetration of discharge currents into the facilities and eliminating induced surges in the cabling.
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An example of a properly protected installation based on PTU/PTF-xxx-xxx/PoE products.
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An example of a properly protected installation based on PTU/PTF-xxx-xxx/InPoE products.
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Maximum protection is achieved by installing protectors at the boundaries of the zones(LPZ) and at both ends of the line.

According to EN 62676-4, if there is a risk of an interference/lightning electrical impulse, it is recommended to provide protection
appropriate to the requirements, as well as to provide appropriate grounding points for the devices and that the system meets
the requirements of the ISO/IEC 11801 series, IEC 62305 series, IEC 62305-3 and IEC 62305-4 series.

According to EN 62305-2 - Protection against lightning. Part 2: Risk management, surge protectors should be used in places
according to the risk assessment due to: location and lightning risk assessment.
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CHARACTERISTICS OF PROTECTION LEVELS IN PTU/PTF PRODUCTS

Teletechnical installations are exposed to surges and lightning at different levels. This depends
on where the equipment is installed, how the cables are routed and the type of materials used
in the construction of buildings. Protection with the highest parameters does not have to be

ECO PRO EXT used everywhere, so we have created 3 groups of protection devices with different efficiency.
Diagram 1 ECONOMICAL are cost-effective solutions to protect devices, installed exclusively inside the
Uzw(:% building. They provide effective protection against induced electromagnetic impulse
E”_E s 32 generated during lightning. They also protect against electrostatic surges and the effects of
fgi—?z r jé electronic stun guns. The products have built-in protection against the effects of surge on PoE
gj % j% pairs in any power standard. They are recommended for installation in LPZ1 or higher. ECO
3§“J o] 5 BE series is not recommended for protecting installations in industrial and critical infrastructure
mE s facilities, the PRO or EXT series is recommended for these installations.
w Diagram 1: PTU/PTF-5xx-ECO/PoE protections use 1-2, 3-6 lines for data transmission
?Ui: (100 Mbps) and PoE. The connected pairs (4,5) — (7,8) are used exclusively for PoE.
é Diagram 2: PTU/PTF-6xx-ECO/PoE protections, thanks to their advanced design, utilize all
§ lines for data transmission (1000 Mbps) and PoE.
Diagram 1 PROFESSIONAL are solutions with increased protection effectiveness, designed for
o & i . installations requiring continuity of operation. They have 2 levels of surge suppression along
& @J ag with protection against the effects of overvoltage on PoE pairs, in any power standard. The
1 ] r jé protection efficiency is at the level of 1kA (10/350 us) and 2.5kA (8/20 us) — per conductor of
= % 5% the cable. This allows the elimination of large surge currents, including partial lightning
r [@""@1 S currents. The PRO series is the primary protection for outdoor-mounted equipment that is
B s required to operate continuously and uninterruptedly, providing a high level of protection
Diagram 2 against spark jumps and induced electromagnetic impulses. They can be mounted on the
wi . =, borders of LPZ0 and LPZ1 or higher.
= i Diagram 1: PTU/PTF-5xx-PRO/PoE protections use 1-2, 3-6 lines for data transmission
23 g ®—} 3% (100 Mbps) and PoE. The connected pairs (4,5) - (7,8) are used exclusively for PoE.
§8 g & B3 Diagram 2: PTU/PTF-6xx-PRO/PoE protections, thanks to their advanced design, utilize all
RI45F RIdsF lines for data transmission (1000 Mbps) and PoE.
Diagram 1 EXTREME are solutions using the latest technology in surge protection. In addition to the
ml . : o 1® components used in the PRO series, they have an additional protection level in the form of
ii & = @_; 22 super-fast MOSFET fuses with automatic reset. This innovative solution, is very effective in
’:éjﬂ o4 = 0 jé limiting the flow of large surge currents that arise during discharges and even momentary
gs Tl % Sgg potential differences that occur in industrial environments. The MOSFET fuse automatically
5§Z>l [@__@1 L Zfi detects an increase in current and cuts off the protected circuit within 1 ps. Once the surge is
Rie & Riise suppressed by the protective elements, the connection is restored. Protection effectiveness
Diagram 2 is at 1kA (10/350 ps) and 2.5kA (8/20 us) - per conductor of the cable. The EXT series provides
- - a much higher level of protection for low-voltage signal circuits than the PRO series. It is
g g = @}W ;33) dedicated to industrial installations and critical infrastructure. Products in this series can be
Es & = & 6% installed at the borders of LPZ0 and LPZ1.
| MBS ENK SN
I [ 78
5e g NS 85 Diagram 1: PTU/PTF-5xx-EXT/PoE protections use 1-2, 3-6 lines for data transmission

(100 Mbps) and PoE. The connected pairs (4,5) - (7,8) are used exclusively for PoE.
Diagram 2: PTU/PTF-6xx-EXT/PoE protections, thanks to their advanced design, utilize all lines
for data transmission (1000 Mbps) and PoE
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The price list is valid from 02.04.2024. The price list, as of the date of issue, supersedes and cancels other price list issues and is
valid until the new issue comes into force. The amounts shown are net retail prices.
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SUG-12VDC

INDUSTRIAL AUTOMATION PROTECTION

POWER LINE PROTECTION

12V DC power line surge protection

Rated voltage: 12V DC

Rated current up to 3A

2 levels of surge protection (GDT, TVS)

Protection efficacy 3.5kA @ 10/350 ps

Protection efficiency 10kA @ 8/20 ps — per conductor
Number of protected tracks: 2 x power supply + screen
Low series resistance

Dimensions: 57 x 32 x 28 (mm)

€33,75

SUG-24VDC

24V DC power line surge protection

Rated voltage: 24V DC

Rated current up to 3A

2 levels of surge protection (GDT, TVS)

Protection efficacy 3.5kA @ 10/350 ps

Protection efficiency 10kA @ 8/20 ps — per conductor
Number of protected tracks: 2 x power supply + screen
Low series resistance

Dimensions: 57 x 32 x 28 (mm)

€33,75

SUG-24VAC

24V AC / 36V DC power line surge protection

Rated voltage: 24V AC / 36V DC

Rated current up to 3A

2 levels of surge protection (GDT, TVS)

Protection efficacy 3.5kA @ 10/350 ps

Protection efficiency 10kA @ 8/20 ps - per conductor
Number of protected tracks: 2 x power supply + screen
Low series resistance

Dimensions: 57 x 32 x 28 (mm)

€33,75

SUG-48VDC

48V DC power line surge protection

Rated voltage: 48V DC

Rated current up to 3A

2 levels of surge protection (GDT, TVS)

Protection efficacy 3.5kA @ 10/350 us

Protection efficiency 10kA @ 8/20 ps - per conductor
Number of protected tracks: 2 x power supply + screen
Low series resistance

Dimensions: 57 x 32 x 28 (mm)

€33,75

SUG-12VDC/DIN

12V DC power line surge protection for DIN rail mounting

Rated voltage: 12V DC

Rated current up to 5A

2 levels of surge protection (GDT, TVS)

Protection efficacy 3.5kA @ 10/350 ps

Protection efficiency 10kA @ 8/20 ps - per conductor
Number of protected tracks: 2 x power supply

Low series resistance

Housing for DIN rail mounting

Dimensions: 17.5 x 90 x 57 (mm)

€36,25

SUG-24VDC/DIN

24V DC power line surge protection for DIN rail mounting

Rated voltage: 24V DC

Rated current up to 5A

2 levels of surge protection (GDT, TVS)

Protection efficacy 3.5kA @ 10/350 ps

Protection efficiency 10kA @ 8/20 ps - per conductor
Number of protected tracks: 2 x power supply

Low series resistance

Housing for DIN rail mounting

Dimensions: 17.5 x 90 x 57 (mm)

€36,25
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SUG-24VAC/DIN

24V AC / 36V DC power line surge protection for DIN rail mounting

Rated voltage: 24V AC / 36V DC

Rated current up to 5A

2 levels of surge protection (GDT, TVS)

Protection efficacy 3.5kA @ 10/350 ps

Protection efficiency 10kA @ 8/20 ps - per conductor
Number of protected tracks: 2 x power supply

Low series resistance

Housing for DIN rail mounting

Dimensions: 17.5 x 90 x 57 (mm)

€36,25

SUG-48VDC/DIN

48V DC power line surge protection for DIN rail mounting

Rated voltage: 48V DC

Rated current up to 5A

2 levels of surge protection (GDT, TVS)

Protection efficacy 3.5kA @ 10/350 ps

Protection efficiency 10kA @ 8/20 ps - per conductor
Number of protected tracks: 2 x power supply

Low series resistance

Housing for DIN rail mounting

Dimensions: 17.5 x 90 x 57 (mm)

€36,25

SUG-RS485

RS485 bus surge protection

Rated voltage: 10V DC

Rated current up to 300mA

3 levels of surge protection (GDT, MOSFET, TVS)
Protection efficacy 3.5kA @ 10/350 us

Protection efficiency 10kA @ 8/20 ps - per conductor
High protection efficiency - resettable MOSFETs

Low attenuation allowing for high-speed transmission
Protection against surges and potential differences
Number of protected tracks: 2 x signal + screen
Dimensions: 57 x 32 x 28 (mm)

€36,25

SUG-RS485/DIN

RS485 bus surge protection device for DIN rail mounting

Rated voltage: 10V DC

Rated current up to 300mA

3 levels of surge protection (GDT, MOSFET, TVS)
Protection efficacy 3.5kA @ 10/350 ps

Protection efficiency 10kA @ 8/20 ps - per conductor
High protection efficiency - resettable MOSFETs

Low attenuation allowing for high-speed transmission
Protection against surges and potential differences
Number of protected tracks: 2 x RS485 + screen (configurable screen circuit)
Housing for DIN rail mounting

Dimensions: 17.5 x 90 x 57 (mm)

€41,25

SUG-RS485-12VDC/DIN

=

RS485 bus surge protection and 12V DC power supply for DIN rail mounting

Rated voltage 10V DC / Rated current up to 300mA (RS485)
Rated voltage 12V DC / Rated current up to 1A (power supply)
3 levels of RS485 surge protection (GDT, MOSFET, TVS)

2 levels of 12V DC surge protection (GDT, TVS)

Protection efficacy 3.5kA @ 10/350 ps

Protection efficiency 10kA @ 8/20 ps - per conductor

High protection efficiency - resettable MOSFETs

Low attenuation allowing for high-speed transmission

Bus compatible: Modbus RTU / Profibus / RS485

Protection against surges and potential differences

Number of protected tracks: 2 x RS485 + 2 x power supply + screen
Housing for DIN rail mounting

Dimensions: 17.5 x 90 x 57 (mm)

€66,25
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SUG-RS485-24VDC/DIN

RS485 bus surge protection and 24V DC power supply for DIN rail mounting

Rated voltage 10V DC / Rated current up to 300mA (RS485)
Rated voltage 24V DC / Rated current up to 1A (power supply)
3 levels of RS485 surge protection (GDT, MOSFET, TVS)

2 levels of 24V DC surge protection (GDT, TVS)

Protection efficacy 3.5kA @ 10/350 ps

Protection efficiency 10kA @ 8/20 ps - per conductor

High protection efficiency - resettable MOSFETs

Low attenuation allowing for high-speed transmission

Bus compatible: Modbus RTU / Profibus / RS485

Protection against surges and potential differences

Number of protected tracks: 2 x RS485 + 2 x power supply + screen
Housing for DIN rail mounting

Dimensions: 17.5 x 90 x 57 (mm)

€66,25

SUG-RS422/DIN

RS422 bus surge protection device for DIN rail mounting

Rated voltage: 10V DC

Rated current up to 300mA

3 levels of surge protection (GDT, MOSFET, TVS)
Protection efficacy 3.5kA @ 10/350 us

Protection efficiency 10kA @ 8/20 ps - per conductor
High protection efficiency - resettable MOSFETs

Low attenuation allowing for high-speed transmission
Protection against surges and potential differences
Number of protected tracks: TX+, TX-, RX+, RX-, GND / screen
Housing for DIN rail mounting

Dimensions: 17.5 x 90 x 57 (mm)

€66,25

SUG-RS232-2P

RS232 bus surge protection

Rated voltage: 15V DC

Rated current up to 300mA

3 levels of surge protection (GDT, MOSFET, TVS)
Protection efficacy 3.5kA @ 10/350 us

Protection efficiency 10kA @ 8/20 ps — per conductor
High protection efficiency — resettable MOSFETs

Low attenuation allowing for high-speed transmission
Protection against surges and potential differences
Number of protected tracks: TX, RX, GND / screen
Dimensions: 57 x 32 x 28 (mm)

€36,25

SUG-RS232-4P/DIN

RS232 bus surge protection device for DIN rail mounting

Rated voltage: 15V DC

Rated current up to 300mA

3 levels of surge protection (GDT, MOSFET, TVS)
Protection efficacy 3.5kA @ 10/350 ps

Protection efficiency 10kA @ 8/20 ps - per conductor
High protection efficiency - resettable MOSFETs

Low attenuation allowing for high-speed transmission
Protection against surges and potential differences
Number of protected tracks: TX, RX, RTS, CTS, GND / screen
Housing for DIN rail mounting

Dimensions: 17.5 x 90 x 57 (mm)

€66,25

SUG-MBUS

M-BUS surge protection device

Rated voltage: 36V DC

Rated current up to 300mA

3 levels of surge protection (GDT, MOSFET, TVS)
Protection efficacy 3.5kA @ 10/350 ps

Protection efficiency 10kA @ 8/20 ps - per conductor
High protection efficiency - resettable MOSFETs

Low attenuation allowing for high-speed transmission
Protection against surges and potential differences
Number of protected tracks: 2 x signal + screen
Dimensions: 57 x 32 x 28 (mm)

€36,25
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SUG-MBUS/DIN

M-BUS surge protection device for DIN rail mounting

Rated voltage: 36V DC

Rated current up to 300mA

3 levels of surge protection (GDT, MOSFET, TVS)
Protection efficacy 3.5kA @ 10/350 ps

Protection efficiency 10kA @ 8/20 ps - per conductor
High protection efficiency - resettable MOSFETs
Transmission cable and screen protection

Low attenuation allowing for high-speed transmission
Protection against surges and potential differences
Number of protected tracks: 2 x signal + screen
Customizable screen circuit

Housing for DIN rail mounting

Dimensions: 17.5 x 90 x 57 (mm)

€41,25

SUG-1024/DIN

Surge protection for digital inputs and outputs for DIN rail mounting

Rated voltage: 24V DC

Rated current up to 300mA

One Dual Lane (Digital Input/Output)

3 levels of surge protection (GDT, MOSFET, TVS)
Protection efficacy 3.5kA @ 10/350 us

Protection efficiency 10kA @ 8/20 ps - per conductor
High protection efficiency - resettable MOSFETs

Low attenuation allowing for high-speed transmission
Protection against surges and potential differences
Compatible with any device up to 24V DC

Number of protected tracks: 2 x signal + screen (configurable screen circuit)
Housing for DIN rail mounting

Dimensions: 17.5 x 90 x 57 (mm)

€41,25

SUG-1024-2/DIN

/_:: §

Surge protection for digital inputs and outputs for DIN rail mounting

Rated voltage: 24V DC

Rated current up to 300mA

Two Dual Lanes (Digital Input/Output)

3 levels of surge protection (GDT, MOSFET, TVS)
Protection efficacy 3.5kA @ 10/350 us

Protection efficiency 10kA @ 8/20 ps - per conductor
High protection efficiency - resettable MOSFETs

Low attenuation allowing for high-speed transmission
Protection against surges and potential differences
Compatible with any device up to 24V DC

Number of protected tracks: 2 x signal + 2 x signal + screen
Housing for DIN rail mounting

Dimensions: 17.5 x 90 x 57 (mm)

€66,25

SUG-4-20mA

4-20mA current loop surge protector

Rated voltage: 24V DC

Rated current up to 100mA

3 levels of surge protection (GDT, MOSFET, TVS)
Protection efficacy 3.5kA @ 10/350 ps

Protection efficiency 10kA @ 8/20 ps — per conductor
High protection efficiency - resettable MOSFETs
Low attenuation allowing for high-speed transmission
Protection against surges and potential differences
Compatible with any current circuit up to 24V DC
Number of protected tracks: 2 x signal + screen
Dimensions: 57 x 32 x 28 (mm)

€36,25

Ewimar Sp. z 0.0., Manufacturer of surge protection systems
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SUG-4-20mA/DIN

4-20mA current loop surge protection for DIN rail mounting

Rated voltage: 24V DC

Rated current up to 100mA

3 levels of surge protection (GDT, MOSFET, TVS)
Protection efficacy 3.5kA @ 10/350 ps

Protection efficiency 10kA @ 8/20 ps - per conductor
High protection efficiency - resettable MOSFETs
Low attenuation allowing for high-speed transmission
Protection against surges and potential differences
Compatible with any current circuit up to 24V DC
Housing for a DIN rail mounting

Dimensions: 17.5 x 90 x 57 (mm)

€41,25

SUG-SAP24V

24V fire detector loop surge protection

Rated voltage: 24V DC

Rated current up to 3A

2 levels of surge protection (GDT, TVS)

Protection efficacy 3.5kA @ 10/350 us

Protection efficiency 10kA @ 8/20 ps - per conductor
Number of protected tracks: 2 x signal + screen

Low signal attenuation

Dimensions: 57 x 32 x 28 (mm)

€41,25

SUG-SAP24V/DIN

24V fire detector loop surge protection for DIN rail mounting

Rated voltage: 24V DC

Rated current up to 3A

2 levels of surge protection (GDT, TVS)

Protection efficacy 3.5kA @ 10/350 us

Protection efficiency 10kA @ 8/20 ps — per conductor
Number of protected tracks: 2 x signal + screen

Low signal attenuation

Housing for a DIN rail mounting

Dimensions: 17.5 x 90 x 57 (mm)

€66,25

SUG-DSO

100V speaker lines surge protection in DSO systems

Rated voltage: 110V DC

Rated current up to 3

2 levels of surge protection (GDT, TVS)

Protection efficacy 3.5kA @ 10/350 us

Protection efficiency 10kA @ 8/20 ps - per conductor
Number of protected tracks: 2 x signal + screen

Low signal attenuation

Dimensions: 57 x 32 x 28 (mm)

€36,25

SUG-DSO/DIN

100V speaker line surge protection in DSO Systems for DIN rail mounting

Rated voltage: 110V DC

Rated current up to 5A

2 levels of surge protection (GDT, TVS)

Protection efficacy 3.5kA @ 10/350 ps

Protection efficiency 10kA @ 8/20 ps - per conductor
Number of protected tracks: 2 x signal + screen

Low signal attenuation

Free-standing enclosure / DIN rail mounting
Dimensions: 17.5 x 90 x 57 (mm)

€41,25

Ewimar Sp. z 0.0., Manufacturer of surge protection systems

ul. Konarskiego 84, 01-355 Warszawa
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ALARM SYSTEMS PROTECTION

APS-1Zo/1P Alarm line surge protection with power supply

o Highest efficiency with MOSFET technology
o . Protection of 1 external alarm line

( *‘ﬁ%{f e  Power Protection €22 05
/1 e  Protection efficiency 10kA @ 8/20 us — for each conductor ’
// ) ’? e  Compatible with all alarm control panels
L e  Free-standing housing
. Dimensions: 74 x 32 x 25 (mm)
APS-1Z0/1P/DIN Alarm line surge protection with power supply for DIN rail mounting
e Highest efficiency with MOSFET technology
.“fﬁ%} e  Protection of 1 external alarm line
€ b e  Power Protection
',&\ 2 e  Protection efficiency 10kA @ 8/20 ps — for each conductor €32,25
/f/f‘ Bl e  Compatible with all alarm control panels
4 g > S g . High-quality screw connectors
L 4 . DIN rail mounting

e Dimensions: 18 x 90 x 59 (mm)

APS-2B/1S Surge protection for two buses and a siren

o Highest efficiency with MOSFET technology

e  Protection of 2 data/clock or RS-485 communication buses
. Power protection of sounder control

. Bus protection efficiency 2kA @ 8/20 ps — per wire €48 75
e  Power protection efficiency 10kA @ 8/20 ps — per wire ’
e  Compatible with all alarm control panels

. High-quality screw connectors

e Mounting in APS-BOX-4 housing

e Dimensions: 102 x 52 x 25 (mm)

AZS-8P Eight power lines power separator

e Highest efficiency with MOSFET technology
f5 MAPSSP . Power circuit disconnection time ~ 1us

B8, WAZS8P

" 9o

: &
r

e  Separation of 8 power lines, short circuit resistant
e  Automatic power restoration

e Short-circuit indication of each circuit €56,25
. Power Presence Test Function

e  Compatible with all alarm control panels
. High-quality screw connectors

e Mounting in APS-BOX-4 housing

e Dimensions: 102 x 46 x 20 (mm)

APS-8P Surge protection for eight power lines with power separation

e Highest efficiency with MOSFET technology

. Power circuit disconnection time ~ 1us

. Protection of 8 power lines for indoor S-class detectors
e  Protection efficiency 2kA @ 8/20 us — for each conductor €82,25
e  Compatible with all alarm control panels
e  High-quality screw connectors

e Mounting in APS-BOX-4 housing

e Dimensions: 102 x 46 x 18 (mm)
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APS-8Zi/1P Surge protection for eight indoor detectors and power line

o Highest efficiency with MOSFET technology
e  Protection of 8 internal alarm lines

; SEMMAR e Common Power Circuit Protection

| it s | e  Protection efficiency 2kA @ 8/20 ps - for each conductor €82,25
c i . e  Compatible with all alarm control panels
. High-quality screw connectors

. Mounting in APS-BOX-4 housing

e Dimensions: 102 x 54 x 20 (mm)

APS-4Z0/4P Surge protection device for four outdoor detectors with power separation

e Highest efficiency with MOSFET technology
e  Protection of 4 external alarm lines

. Protection of 4 power circuits

e  Protection efficiency 10kA @ 8/20 ps - per wire strand €82.25
. Built-in power separators

e  Compatible with all alarm control panels
. High-quality screw connectors

e Mounting in APS-BOX-4 housing

. Dimensions: 102 x 41 x 15 (mm)

ACCESSORIES

APS-BOX-4 Metal housing for APS and AZS protection modules
e  Allows mounting of up to 4 modules (cascade)
. e  Tamper protection of the lid

i e  Compatible with APS and AZS modules €42 25

e  Convenient access for cable entry and connection ’
= e  Common Grounding Terminal
= e Wall Mounting
. Dimensions: 250 x 142 x 56 + 8 (mm)
RELAY MODULES
Single Relay Module
e NO/NC relay output
. Independent fuse €5,00
e 12V DC power supply
. LED switch-on indication
Dual Relay Module
e 2 pairs of NO/NC contacts
e Independent fuses for relay terminals €5,50
e 12V DC power supply
e  LED switch-on indication
Dual relay module with two relays
e NO/NC relay outputs €600
e Independent fuses for relay terminals ’
e 12V DC power supply
e LED switch-on indication
MZ1A Battery discharge protection
e  Tripping signal output
e  AUX+ Lock Input
e  Permissible load 5A €6,50
e  Cut-off voltage: 10.3V
e  Current consumption 24mA
e  cable length: 30cm
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GIGABIT ETHERNET / LAN / PoE / IP-CCTV PROTECTION

PTF-61-ECO/PoE

1-CHANNEL PROTECTION

ECO series 1-Channel surge protector with PoE protection for Gigabit Ethernet
installations

e Dedicated to 100Base-Tx, 1000Base-T networks
e  Protection efficiency 100A @ 8/20 ps - for each conductor

Ewimar Sp. z 0.0., Manufacturer of surge protection systems
ul. Konarskiego 84, 01-355 Warszawa

iy e 1 Surge Protection Level (Hybrid)
) \@ :‘\ e POE line protection - all standards up to 60W €39.00
R =2 e  Compatible with UTP, FTP 5 and 6 category cables ’
e  Shielded RJ45 jacks
e  Freestanding / wall-mounted housing
. Recommended for indoor LAN devices
. Dimensions: 65 x 30 x 40 (mm)
e 5 years manufacturer's warranty
e Heat shrink sleeve version available: PTF-61-ECO/PoE/T
PTF-61-PRO/PoE PRO series 1-Channel surge protector with PoE protection for Gigabit Ethernet
installations
. Dedicated to 100Base-T, 1000Base-T, 1000Base-Tx networks
{{’" BTN . Protection efficacy 1kA @ 10/350 us
! o e Protection efficiency 2.5kA @ 8/20 ps - for each conductor
‘«" \\@ ;“ e 2 levels of surge protection (GDT, TVS)
R =2 e POE line protection - all standards up to 60W €52,25
e  Compatible with UTP, FTP 5 and 6 category cables
e  Shielded RJ45 jacks
. Freestanding / wall-mounted enclosure
. Recommended for outdoor LAN devices
e  Dimensions: 65 x 30 x 40 (mm)
e 5years manufacturer's warranty
e Heat shrink sleeve version available: PTF-61-PRO/PoE/T
PTF-61-EXT/PoE EXT series 1-channel surge protector with PoE protection for Gigabit Ethernet
installations
. Dedicated to 100Base-T, 1000Base-T, 1000Base-Tx networks
{"" BTN . Protection efficacy 1kA @ 10/350 us
o e Protection efficiency 2.5kA @ 8/20 ps - for each conductor
‘;’ \@ ;“ e 3 levels of surge protection (GDT, MOSFET, TVS)
R =2 e High durability and protection thanks to the use of
resettable super-fast MOSFETs €65,50
. PoE line protection - all standards up to 60W
e  Compatible with UTP, FTP 5 and 6 category cables
e  Shielded RJ45 jacks
. Freestanding / wall-mounted enclosure
. Recommended for outdoor LAN devices, poles and masts
. Dimensions: 65 x 30 x 40 (mm)
e 5 years manufacturer's warranty
e Heat shrink sleeve version available: PTF-61-EXT/PoE/T
PTF-61-ECO/PoE/DIN ECO series 1-channel surge protector with PoE protection for Gigabit Ethernet
installation on DIN rail
. Dedicated to 100Base-Tx, 1000Base-T networks
v e  Protection efficiency 100A @ 8/20 ps - for each conductor
X "kﬁf.l}. N e 1 Surge Protection Level (Hybrid)
" . PoE line protection - all standards up to 60W
b e Compatible with UTP, FTP 5 and 6 category cables €59,00
e  Shielded RJ45 jacks
e  Free-standing / DIN rail mounted enclosure
e  Grounding via cable/DIN rail
. Recommended for indoor LAN devices
¢ Dimensions: 65 x 30 x 40 (mm)
e 5years manufacturer's warranty
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PTF-61-PRO/PoE/DIN PRO series 1-channel surge protector with PoE protection for Gigabit Ethernet
installations on DIN rail

. Dedicated to 100Base-T, 1000Base-T, 1000Base-Tx networks
. Protection efficacy 1kA @ 10/350 ps

e  Protection efficiency 2.5kA @ 8/20 ps - for each conductor
e 2 levels of surge protection (GDT, TVS)

. PoE line protection - all standards up to 60W

e  Compatible with UTP, FTP 5 and 6 category cables

e  Shielded RJ45 jacks

. Free-standing / DIN rail mounted enclosure

e  Grounding via cable/DIN rail

e Recommended for outdoor LAN devices

. Dimensions: 65 x 30 x 40 (mm)

. 5 years manufacturer's warranty

€72,25

PTF-61-EXT/PoE/DIN EXT series 1-channel surge protector with PoE protection for Gigabit Ethernet
installations on DIN rail

e Dedicated to 100Base-T, 1000Base-T, 1000Base-Tx networks
. Protection efficacy 1kA @ 10/350 ps

e  Protection efficiency 2.5kA @ 8/20 us - for each conductor

e 3levels of surge protection (GDT, MOSFET, TVS)

e High protection efficiency - resettable MOSFETs

e POE line protection - all standards up to 60W €84,75
e  Compatible with UTP, FTP 5 and 6 category cables

e  Shielded RJ45 jacks

e  Free-standing / DIN rail mounted enclosure

e  Grounding via cable/DIN rail

. Recommended for outdoor LAN devices, poles and masts
e Dimensions: 65 x 30 x 40 (mm)

. 5 years manufacturer's warranty

4-CHANNEL PROTECTION

PTU-64-ECO/PoE ECO series 4-channel surge protector module with POE protection for Gigabit
Ethernet installations

e Dedicated to 100Base-Tx, 1000Base-T networks

e 4 LAN channels protection

. Protection of 4 channels of PoE lines - all standards up to 60W
e  Protection efficiency 100A @ 8/20 ps - for each conductor

e 1 Surge Protection Level (Hybrid) €124,25
e  Compatible with UTP, FTP 5 and 6 category cables

. Mounting: PTU/PTF-6-RACK, PTU/PTF-6-BOX or PTU/PTF-6-BOX-DIN

e  Recommended for indoor LAN devices

e  |/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
. 5 years manufacturer's warranty

PTU-64-PRO/PoE PRO series 4-channel surge protector module with POE protection for Gigabit
Ethernet installations

e Dedicated to 100Base-Tx, 1000Base-T/Tx networks

e 4 LAN channels protection

. Protection of 4 channels of PoE lines - all standards up to 60W
e  Protection efficacy 1kA @ 10/350 ps

. Protection efficiency 2.5kA @ 8/20 ps - for each conductor €149,75
e 2 levels of surge protection (GDT, TVS)

e  Compatible with UTP, FTP 5 and 6 category cables

e Mounting: PTU/PTF-6-RACK, PTU/PTF-6-BOX or PTU/PTF-6-BOX-DIN

. Recommended for outdoor LAN devices

e  |/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
. 5 years manufacturer's warranty
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PTU-64-EXT/PoE EXT series 4-channel surge protector module with PoE protection for Gigabit
Ethernet installations

e Dedicated to 100Base-Tx, 1000Base-T/Tx networks
e 4 LAN channels protection
. Protection of 4 channels of PoE lines - all standards up to 60W
e  Protection efficacy 1kA @ 10/350 ps
e  Protection efficiency 2.5kA @ 8/20 us - for each conductor €188,75
e 3levels of surge protection (GDT, MOSFET, TVS)
e High durability and protection thanks to the use of
resettable super-fast MOSFETSs
e  Compatible with UTP, FTP 5 and 6 category cables
e Mounting: PTU/PTF-6-RACK, PTU/PTF-6-BOX or PTU/PTF-6-BOX-DIN
e Recommended for outdoor LAN devices, poles and masts
e |/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
. 5 years manufacturer's warranty

8-CHANNEL PROTECTION

PTU-68R-ECO/PoE ECO series 8-channel surge protector with PoE protection for Gigabit Ethernet
installations

e Dedicated to 100Base-Tx, 1000Base-T networks

e 8 LAN channels protection

e  Protection of 8 channels of PoE lines - all standards up to 60W
e  Protection efficiency 100A @ 8/20 s - for each conductor €295,50
e 1 Surge Protection Level (Hybrid)

e  Compatible with UTP, FTP 5 and 6 category cables

e  Mounting in a 19" RACK cabinet, 1U height

e  Recommended for indoor LAN devices

e |/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
. 5 years manufacturer's warranty

PTU-68R-PRO/PoE PRO series 8-channel surge protector with POE protection for Gigabit Ethernet
installations

PTE-68R-ECO/POE

e Dedicated to 100Base-Tx, 1000Base-T/Tx networks

e 8 LAN channels protection

e  Protection of 8 channels of PoE lines - all standards up to 60W
. Protection efficacy 1kA @ 10/350 ps €346.25
. Protection efficiency 2.5kA @ 8/20 ps - for each conductor ’
e 2 levels of surge protection (GDT, TVS)

e  Compatible with UTP, FTP 5 and 6 category cables

e  Mounting in a 19" RACK cabinet, 1U height

e Recommended for outdoor LAN devices

e  |/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
e 5years manufacturer's warranty

PTU-68R-EXT/PoE EXT series 8-channel surge protector with POE protection for Gigabit Ethernet
installations

PTE-68R-PRO/POE

e Dedicated to 100Base-Tx, 1000Base-T/Tx networks
e 8 LAN channels protection
. Protection of 8 channels of PoE lines - all standards up to 60W
e  Protection efficacy 1kA @ 10/350 ps
e Protection efficiency 2.5kA @ 8/20 ps - for each conductor
e 3levels of surge protection (GDT, MOSFET, TVS) €423,75
. High durability and protection thanks to the use of

resettable super-fast MOSFETs
e  Compatible with UTP, FTP 5 and 6 category cables
e  Mounting in a 19" RACK cabinet, 1U height
. Recommended for outdoor LAN devices, poles and masts
e  |/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
. 5 years manufacturer's warranty
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16-CHANNEL PROTECTION

PTU-616R-ECO/PoE ECO series 16-channel surge protector with POE protection for Gigabit Ethernet
installations

e Dedicated to 100Base-Tx, 1000Base-T networks
. 16 LAN channels protection

e  Protection of 16 PoE lines - all standards up to 60W
e Protection efficiency 100A @ 8/20 ps - for each conductor €545,00
. 1 Surge Protection Level (Hybrid)

e  Compatible with UTP, FTP 5 and 6 category cables

e  Mounting in a 19" RACK cabinet, 1U height

. Recommended for indoor LAN devices

. 1/0O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
. 5 years manufacturer's warranty
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PTE-616R-ECO/PoE

PTU-616R-PRO/PoE PRO series 16-channel surge protector with PoOE protection for Gigabit Ethernet
installations

. Dedicated to 100Base-Tx, 1000Base-T/Tx networks

e 16 LAN channels protection

. Protection of 16 PoE lines - all standards up to 60W

e  Protection efficacy 1kA @ 10/350 us

e  Protection efficiency 2.5kA @ 8/20 ps - for each conductor
. 2 levels of surge protection (GDT, TVS)

e  Compatible with UTP, FTP 5 and 6 category cables

e  Mounting in a 19" RACK cabinet, 1U height

e  Recommended for outdoor LAN devices

. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
. 5 years manufacturer's warranty

PTU-616R-EXT/PoE EXT series 16-channel surge protector with POE protection for Gigabit Ethernet
installations

PTF-616R-PRO/PoE €646,25

e Dedicated to 100Base-Tx, 1000Base-T/Tx networks
e 16 LAN channels protection
e  Protection of 16 PoE lines - all standards up to 60W
. Protection efficacy 1kA @ 10/350 ps
. Protection efficiency 2.5kA @ 8/20 us - for each conductor €801.25
e  3levels of surge protection (GDT, MOSFET, TVS) ’
e High durability and protection thanks to the use of

resettable super-fast MOSFETs
N e  Compatible with UTP, FTP 5 and 6 category cables
e  Mounting in a 19" RACK cabinet, 1U height
. Recommended for outdoor LAN devices, poles and masts
. I/0O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
. 5 years manufacturer's warranty

ACCESSORIES

PTE-616R-EXT/PoE

PTU/PTF-6-BOX Professional housing for PTU-64 and PTF-64 modules
e  Compatible with PTU-64 and PTF-64 4-channel protections
e  Designed for one 4-channel module €24 50
a® s* . Freestanding / wall-mounted housing ’
. Grounding via cable
. Dimensions: 184 x 104 x 48 (mm)
. 5 years manufacturer's warranty
PTU/PTF-6-BOX-DIN Professional housing for PTU-64 and PTF-64 modules on DIN rail
) » . Compatible with PTU-64 and PTF-64 4-channel protections
5 e  Designed for one 4-channel module
i’ ‘,{ . Free-standing / DIN rail mounted housing €31,25
» » e  Grounding via cable/DIN rail
. Dimensions: 152 x 104 x 48 (mm)
. 5 years manufacturer's warranty
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PTU/PTE-6-RACK

1U metal housing for 19" RACK cabinet for PTU-64 and PTF-64 modules

e  Allows you to design a panel with any configuration of
PTU-64 and PTF-64 series surge protections

e Allows for the installation of 1 to 4 PTU-64 or PTF-64 modules €47,50
. Ensures stable screw connection of the modules
e  Grounding via cable
e  Mounting in a 19" RACK cabinet, 1U height
. 5 years manufacturer's warranty
PTU/PTE-5/6-COVER Masking cover for PTU/PTF panels
e  Made of powder-coated sheet metal
. Fastening to the panel with screws €17,25

PTF-51-ENG/PoE/Micro

=
XS

e Designed for protection of the PTU and PTF series in RACK housings
e  Protects devices from dust, unauthorized access and damage

LAN /POE /IP-CCTV PROTECTION

1-CHANNEL PROTECTION

ENG series 1-channel surge protector with PoE protection for IP systems in
miniature housing

e Dedicated for installation without the possibility of grounding

e  Protection efficiency 600A @ 8/20 us

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
. 3 levels of surge protection (GDT, MOSFET, TVS)

e High durability and protection thanks to the use of

resettable super-fast MOSFETs €32,25
e  PoE line protection - all standards up to 60W
e  Compatible with UTP, FTP 5 and 6 category cables
e Dimensions: 56 x 31 x 27.5 (mm)
. Heat shrink sleeve version available: PTF-51-ENG/PoE/Micro/T
In order to achieve the full effectiveness of the ENG series device, it is necessary to use a
minimum PRO or EXT series protection on the other side of the cable.
PTF-51-ECO/PoE/Micro ECO series 1-channel surge protector with PoE protection for IP systems in
miniature housing
. Protection efficiency 100A @ 8/20 ps - for each conductor
‘%ﬁﬁﬁ e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
‘ e 1 level of surge protection (Hybrid) €18.75
e  PoOE line protection - all standards up to 60W ’
e  Compatible with UTP, FTP 5 and 6 category cables
e Recommended for indoor LAN devices
. Dimensions: 56 x 31 x 27.5 (mm)
e  Heat shrink sleeve version available: PTF-51-ECO/PoE/Micro/T
PTF-51-PRO/PoE/Micro PRO series 1-channel surge protector with PoE protection for IP systems in
miniature housing
O e  Protection efficacy 1kA @ 10/350 us
‘::{E_";@% e  Protection efficiency 2.5kA @ 8/20 ps - for each conductor
‘ . Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANSs
e 2 levels of surge protection (GDT, TVS) €28,75
e  PoOE line protection - all standards up to 60W
. Compatible with UTP, FTP 5 and 6 category cables
. Recommended for outdoor LAN devices
. Dimensions: 56 x 31 x 27.5 (mm)
e  Heat shrink sleeve version available : PTF-51-PRO/PoE/Micro/T
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PTF-51-EXT/PoE/Micro

EXT series 1-channel surge protector with PoE protection for IP systems in

miniature housing

. Protection efficacy 1kA @ 10/350 ps

e  Protection efficiency 2.5kA @ 8/20 ps - for each conductor
e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
. 3 levels of surge protection (GDT, MOSFET, TVS)

Ewimar Sp. z 0.0., Manufacturer of surge protection systems
ul. Konarskiego 84, 01-355 Warszawa

e  High durability and protection thanks to the use of €33,75
resettable super-fast MOSFETs
e  PoOE line protection - all standards up to 60W
. Compatible with UTP, FTP 5 and 6 category cables
. Recommended for outdoor LAN devices, poles and masts
e Dimensions: 56 x 31 x 27.5 (mm)
. Heat shrink sleeve version available: PTF-51-EXT/PoE/Micro/T
PTF-51-ECO/PoE ECO series 1-channel surge protector with PoE protection for IP systems
e  Protection efficiency 100A @ 8/20 s - for each conductor
e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
. 1 level of surge protection (Hybrid)
e  POE line protection - all standards up to 60W €19,75
e  Compatible with UTP, FTP 5 and 6 category cables
e  Shielded RJ45 jacks
e  Recommended for indoor LAN devices
e Dimensions: 65 x 30 x 40 (mm)
. Heat shrink sleeve version available: PTF-51-ECO/PoE/T
PTF-51-PRO/PoE PRO series 1-channel surge protector with PoE protection for IP systems
e  Protection efficacy 1kA @ 10/350 us
. Protection efficiency 2.5kA @ 8/20 ps - for each conductor
e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
e  2levels of surge protection (GDT, TVS)
e POE line protection - all standards up to 60W €31,25
. Compatible with UTP, FTP 5 and 6 category cables
e  Shielded RJ45 jacks
e  Recommended for outdoor LAN devices
. Dimensions: 65 x 30 x 40 (mm)
. Heat shrink sleeve version available: PTF-51-PRO/PoE/T
PTF-51-EXT/PoE EXT series 1-channel surge protector with PoE protection for IP systems
e  Protection efficacy 1kA @ 10/350 us
) e  Protection efficiency 2.5kA @ 8/20 ps - for each conductor
N@;}Se - e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
P \\\)\ e 3levels of surge protection (GDT, MOSFET, TVS)
L) \P )/ e  High durability and protection thanks to the use of
resettable super-fast MOSFETs €38,75
e  PoOE line protection - all standards up to 60W
e  Compatible with UTP, FTP 5 and 6 category cables
e  Shielded RJ45 jacks
. Recommended for outdoor LAN devices, poles and masts
. Dimensions: 65 x 30 x 40 (mm)
. Heat shrink sleeve version available: PTF-51-EXT/PoE/T
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PTF-51-ECO/PoE/DIN ECO series 1-channel surge protector with PoE protection for DIN rail IP systems

. Protection efficiency 100A @ 8/20 us — for each conductor

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
. 1 level surge of protection (Hybrid)

. PoE line protection — all standards up to 60W €41 25
e  Compatible with UTP, FTP 5 and 6 category cables ’
. Shielded RJ45 jacks

. Free-standing / DIN rail mounted enclosure

e  Grounding via cable/DIN rail

. Recommended for indoor LAN devices

. Dimensions: 65 x 30 x 40 (mm)

PTF-51-PRO/PoE/DIN PRO series 1-channel surge protector with PoE protection for DIN rail IP systems

. Protection efficacy 1kA @ 10/350 ps

e  Protection efficiency 2.5kA @ 8/20 ps — for each conductor
e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
. 2 levels of surge protection (GDT, TVS)

e POE line protection — all standards up to 60W €49,75
e  Compatible with UTP, FTP 5 and 6 category cables
e  Shielded RJ45 jacks

e  Free-standing / DIN rail mounted enclosure

e  Grounding via cable/DIN rail

¢  Recommended for outdoor LAN devices

. Dimensions: 65 x 30 x 40 (mm)

PTF-51-EXT/PoE/DIN EXT series 1-channel surge protector with PoE protection for DIN rail IP systems

. Protection efficacy 1kA @ 10/350 ps

. Protection efficiency 2.5kA @ 8/20 ps - for each conductor

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs

e  3levels of surge protection (GDT, MOSFET, TVS)

e High durability and protection thanks to the use of
resettable super-fast MOSFETs €57,25

e  PoE line protection - all standards up to 60W

. Compatible with UTP, FTP 5 and 6 category cables

e  Shielded RJ45 jacks

e  Free-standing / DIN rail mounted enclosure

. Grounding via cable/DIN rail

. Recommended for outdoor LAN devices, mounted on poles and masts

e Dimensions: 65 x 30 x 40 (mm)

BOX-PTU-51-EXT/PoE/MINI | EXT series 1-channel outdoor surge protector with PoE protection for IP systems

e  Protection efficacy 2kA @ 10/350 us

e  Protection efficiency 5kA @ 8/20 ps - for each conductor

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs

e  3levels of surge protection (GDT, MOSFET, TVS)

e  High durability and protection thanks to the use of
resettable super-fast MOSFETs

. PoE line protection - all standards up to 60W €59,75
e  Compatible with UTP and FTP Category 5 and Category 6 cables
e  Can be mounted on a wall or U-BOX pole mount
. Hermetic housing with IP65 rating (glands included)
. Grounding via cable and shielded connectors
e  Types of connectors, input: LSA; Output: LSA
. Recommended for outdoor LAN devices, mounted on poles and masts
. Dimensions: 90 x 75 x 41 (mm)
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BOX-1-PTF-51-EXT/PoE EXT series 1-channel outdoor surge protector with PoE protection for IP systems

. Protection efficacy 2kA @ 10/350 ps
e  Protection efficiency 5kA @ 8/20 ps - for each conductor
. Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
. 3 levels of surge protection (GDT, MOSFET, TVS)
e High durability and protection thanks to the use of
resettable super-fast MOSFETs
. PoE line protection - all standards up to 60W
. Compatible with UTP and FTP Category 5 and Category 6 cables
e  Can be mounted on a wall or U-BOX pole mount
. Hermetic housing with IP65 rating
. Grounding via cable and shielded connectors
e  Types of connectors, input: LSA; Output: LSA/RJ45 + RJ45 patch cord
. Recommended for outdoor LAN devices, mounted on poles and masts
. Dimensions: 114 x 114 x 57 (mm)

€68,75

BOX-2-PTF-51-EXT/PoE EXT series 1-channel outdoor surge protection in large housing with PoE
protection for IP systems

e  Protection efficacy 2kA @ 10/350 us

. Protection efficiency 5kA @ 8/20 us - for each conductor

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs

e  3levels of surge protection (GDT, MOSFET, TVS)

e High durability and protection thanks to the use of
resettable super-fast MOSFETs €76,25

e  PoE line protection - all standards up to 60W

e  Compatible with UTP and FTP Category 5 and Category 6 cables

e  Can be mounted on a wall or U-BOX pole mount

. Hermetic housing with IP65 rating

e  Grounding via cable and shielded connectors

e  Types of connectors, input: LSA; Output: LSA/RJ45 + RJ45 patch cord

. Recommended for outdoor LAN devices, mounted on poles and masts

e Dimensions: 151 x 117 x 67 (mm)

4-CHANNEL PROTECTION

PTU-54-ECO/PoE ECO series 4-channel surge protection module with PoE protection for IP
systems

e 4 LAN channels protection

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
. Protection of 4 channels of PoE lines - all standards up to 60W
e Protection efficiency 100A @ 8/20 ps - for each conductor €53,75
e 1 level of surge protection (Hybrid)

. Compatible with UTP, FTP 5 and 6 category cables

. Mounting: PTU/PTF-5-RACK, PTU/PTF-5-BOX or PTU/PTF-5-BOX-DIN

. Recommended for indoor LAN devices

. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45

PRO series 4-channel surge protection module with PoE protection for IP
systems

e 4 LAN channels protection

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
. Protection of 4 channels of PoE lines — all standards up to 60W
e  Protection efficacy 1kA @ 10/350 us €68,75
e  Protection efficiency 2.5kA @ 8/20 ps — for each conductor

. 2 levels of surge protection (GDT, TVS)

. Compatible with UTP, FTP 5 and 6 category cables

e  Mounting: PTU/PTF-5-RACK, PTU/PTF-5-BOX or PTU/PTF-5-BOX-DIN

e  Recommended for outdoor LAN devices

. I/0 connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
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PTU-54-EXT/PoE EXT series 4channel surge protection module with PoE protection for IP systems

e 4 LAN channels protection

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs

. Protection of 4 channels of PoE lines - all standards up to 60W

. High durability and protection thanks to the use of
resettable super-fast MOSFETs

e  Protection efficacy 1kA @ 10/350 us €112,25

e  Protection efficiency 2.5kA @ 8/20 ps - for each conductor

. 3 levels of surge protection (GDT, MOSFET, TVS)

e  Compatible with UTP, FTP 5 and 6 category cables

e Mounting: PTU/PTF-5-RACK, PTU/PTF-5-BOX or PTU/PTF-5-BOX-DIN

. Recommended for outdoor LAN devices, mounted on poles and masts

. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45

4-CHANNEL PROTECTION WITH PoE INJECTOR

PTU-54-ECO/InPoE/A ECO series 4-channel surge protection module with active PoE injector for IP
systems

e 4 LAN channels protection

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs

. Surge protection of PoE circuits

e Active PoE power supply up to 30W, with PSE negotiation system
. IEEE 802.3af/at POE operation standard, option A €83,75
e  Protection efficiency 100A @ 8/20 ps - for each conductor

e 1 Surge Protection Level (Hybrid)

. Possibility of using UTP, FTP 5 and 6th category cables

. Mounting: PTU/PTF-5-RACK, PTU/PTF-5-BOX or PTU/PTF-5-BOX-DIN

. Recommended for indoor LAN devices

. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45

PRO series 4-channel surge protection module with active PoE injector for IP
systems

e 4 LAN channels protection

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs

. Surge protection of PoE circuits

e Active PoE power supply up to 30W, with PSE negotiation system
e |EEE 802.3af/at PoE operation standard, option A €106,25
. Protection efficacy 1kA @ 10/350 ps

e  Protection efficiency 2.5kA @ 8/20 ps - for each conductor

. 2 levels of surge protection (GDT, TVS)

. Possibility of using UTP, FTP 5 and 6th category cables

. Mounting: PTU/PTF-5-RACK, PTU/PTF-5-BOX or PTU/PTF-5-BOX-DIN

e  Recommended for outdoor LAN devices

. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45

EXT series 4-channel surge protection module with active PoE injector for IP
systems

e 4 LAN channel protection

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs

. Surge protection of PoE circuits

. High durability and protection thanks to the use of resettable super-fast MOSFETs
e Active PoE power supply up to 30W, with PSE negotiation system

e |EEE 802.3af/at PoE operation standard, option A €166,25
e  Protection efficacy 1kA @ 10/350 us

e  Protection efficiency 2.5kA @ 8/20 ps - for each conductor

. 3 levels of surge protection (GDT, MOSFET, TVS)

. Possibility of using UTP, FTP 5 and 6th category cables

. Mounting: PTU/PTF-5-RACK, PTU/PTF-5-BOX or PTU/PTF-5-BOX-DIN

. Recommended for outdoor LAN devices, mounted on poles and masts

. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
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PTU-54-ECO/INPoE/P ECO series 4-channel surge protection module with passive PoE injector for IP
systems

e 4 LAN channels protection

. Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
e  Surge protection of PoE circuits

. Input passive PoE power supply up to 15W - per channel

e  Protection efficiency 100A @ 8/20 s - for each conductor €62,25
e 1 Surge Protection Level (Hybrid)

e  Possibility of using UTP, FTP 5 and 6th category cables

e  Mounting: PTU/PTF-5-RACK, PTU/PTF-5-BOX or PTU/PTF-5-BOX-DIN

e  Recommended for indoor LAN devices

. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45

PRO series 4-channel surge protection module with passive PoE injector for IP
systems

e 4 LAN channels protection

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
e  Surge protection of PoE circuits

. Input passive PoE power supply up to 15W - per channel

o Protection efficacy 1kA @ 10/350 s €78,75
e  Protection efficiency 2.5kA @ 8/20 ps - for each conductor

e  2levels of surge protection (GDT, TVS)

. Possibility of using UTP, FTP 5 and 6th category cables

. Mounting: PTU/PTF-5-RACK, PTU/PTF-5-BOX or PTU/PTF-5-BOX-DIN

e  Recommended for outdoor LAN devices

. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45

PTU-54-EXT/InPoE/P EXT series 4-channel surge protection module with passive PoE injector for IP
systems

e 4 LAN channels protection

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs

. Surge protection of PoE circuits

e  High durability and protection thanks to the use of resettable super-fast MOSFETs
. Input passive PoE power supply up to 15W - per channel €122,50
. Protection efficacy 1kA @ 10/350 ps

e  Protection efficiency 2.5kA @ 8/20 ps - for each conductor

e  3levels of surge protection (GDT, MOSFET, TVS)

. Possibility of using UTP, FTP 5 and 6th category cables

. Mounting: PTU/PTF-5-RACK, PTU/PTF-5-BOX or PTU/PTF-5-BOX-DIN

e  Recommended for outdoor LAN devices, mounted on poles and masts

. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45

8-CHANNEL PROTECTION

PTU-58R-ECO/PoE ECO series 8-channel surge protector with POE protection for IP systems

e 8 LAN channels protection
e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs

2
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T N ) e Protection of 8 channels of PoE lines - all standards up to 60W
e  Protection efficiency 100A @ 8/20 s - for each conductor
e 1 level of surge protection (Hybrid) €155,00

PTE-58R-ECO/PoE

. Compatible with UTP, FTP 5 and 6 category cables

. Mounting in a 19" RACK cabinet, 1U height

e  Can be mounted on the wall

e  Recommended for indoor LAN devices

. I/0 connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
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PTU-58R-PRO/POE
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PRO series 8-channel surge protector with PoE protection for IP systems

. 8 LAN Channel Protection

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
. Protection of 8 channels of PoE lines - all standards up to 60W
. Protection efficacy 1kA @ 10/350 ps

e  Protection efficiency 2.5kA @ 8/20 ps - for each conductor
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PTU-58R-ECO/INPOE/A

aaanaaAanNannanan

v -~

FO

. Protection efficiency 2.5kA @ 8/20 ps - for each conductor

e  3levels of surge protection (GDT, MOSFET, TVS)

e  Compatible with UTP, FTP 5 and 6 category cables

e Mounting in a 19" RACK cabinet, 1U height

e  Can be mounted on the wall

e  Recommended for outdoor LAN devices, mounted on poles and masts

. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45

ECO series 8-channel surge protection with active PoE injector for IP systems

. 8 LAN channel protection

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
e  Surge protection of PoE circuits

. Input passive PoE power supply up to 15W - per channel

PTF-58R-PRO/PoE . 2 levels of surge protection (GDT, TVS) €185,00
. Compatible with UTP, FTP 5 and 6 category cables
e  Mounting in a 19" RACK cabinet, 1U height
b e  Can be mounted on the wall
e . Recommended for outdoor LAN devices
. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
PTU-58R-EXT/PoE EXT series 8-channel surge protector with PoE protection for IP systems
. 8 LAN channels protection
EEEE_ETE'E e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
i s i . Protection of 8 channels of PoE lines - all standards up to 60W
| KB R § AN R
e High durability and protection thanks to the use of
resettable super-fast MOSFETs
PTFE-58R-EXT/PoE e  Protection efficacy 1kA @ 10/350 us €270,00

8-CHANNEL PROTECTION WITH PoE INJECTOR

Ewimar Sp. z 0.0., Manufacturer of surge protection systems
ul. Konarskiego 84, 01-355 Warszawa

PTF-58R-ECO/InPoE/A e  Protection efficiency 100A @ 8/20 s - for each conductor €213,75
e 1 Surge Protection Level (Hybrid)
nonnnnnnnnnnnnnn’ e  Possibility of using UTP, FTP 5 and 6th category cables
e  Mounting in a 19" RACK cabinet, 1U height
e  Can be mounted on the wall
e  Recommended for indoor LAN devices
. I/0 connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
PTU-58R-PRO/InPOE/A PRO series 8-channel surge protection with active PoE injector for IP systems
nannanaNaNnNaNann e 8 LAN channel protection
.'EI|_l|" ,ILI[ : e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
EAEE . e  Surge protection of PoE circuits
e Active PoE power supply up to 30W, with PSE negotiation system
PTE-58R-PRO/INPOE/A e |EEE 802.3af/at POE operation standard, option A
e  Protection efficacy 1kA @ 10/350 ps €258,75
noonononononnonn’ . Protection efficiency 2.5kA @ 8/20 ps - for each conductor
. 2 levels of surge protection (GDT, TVS)
e  Possibility of using UTP, FTP 5 and 6th category cables
. Mounting in a 19" RACK cabinet, 1U height
. Can be mounted on the wall
e  Recommended for outdoor LAN devices
. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
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PTU-58R-EXT/INPOE/A

aoanaaaanNannannn
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EXT series 8-channel surge protection with active PoE injector for IP systems

. 8 LAN channel protection

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs

. Surge protection of PoE circuits

. High durability and protection thanks to the use of resettable super-fast MOSFETs
e  Active PoE power supply up to 30W, with PSE negotiation system

. IEEE 802.3af/at POE operation standard, option A

e  Protection efficacy 1kA @ 10/350 us €378,75
e  Protection efficiency 2.5kA @ 8/20 ps - for each conductor

. 3 levels of surge protection (GDT, MOSFET, TVS)

. Possibility of using UTP, FTP 5 and 6th category cables

e  Mounting in a 19" RACK cabinet, 1U height

. Can be mounted on the wall

. Recommended for outdoor LAN devices, mounted on poles and masts

. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45

PTU-58R-ECO/InPoE/P

PTE-58R-ECO/INPOE/P

aonnnnnnnonnnnnn®

ECO series 8-channel surge protection with passive PoE injector for IP systems

. 8 LAN channels protection

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
e  Surge protection of PoE circuits

. Input passive PoE power supply up to 15W - per channel

e  Protection efficiency 100A @ 8/20 ps - for each conductor

e 1 level surge protection (Hybrid) €172,50
e  Possibility of using UTP, FTP 5 and 6th category cables

e Mounting in a 19" RACK cabinet, 1U height

e  Can be mounted on the wall

e  Recommended for indoor LAN devices

. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45

e &
...

PTE-58R-PRO/INPOE/P

nonononnnnnnnnnn®
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PRO series 8-channel surge protection with passive PoE injector for IP systems

. 8 LAN channels protection

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
e  Surge protection of PoE circuits

. Input passive PoE power supply up to 15W - per channel

. Protection efficacy 1kA @ 10/350 ps

. Protection efficiency 2.5kA @ 8/20 ps - for each conductor €205,00
. 2 levels of surge protection (GDT, TVS)

. Possibility of using UTP, FTP 5 and 6th category cables

e  Mounting in a 19" RACK cabinet, 1U height

. Can be mounted on the wall

. Recommended for outdoor LAN devices

. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45

PTU-58R-EXT/InPoE/P

ananAnaNnAnNAnNnNann
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EXT series 8-channel surge protection with passive PoE injector for IP systems

e 8 LAN channels protection

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs

. Surge protection of PoE circuits

e High durability and protection thanks to the use of resettable super-fast MOSFETs
. Input passive PoE power supply up to 15W - per channel

e  Protection efficacy 1kA @ 10/350 us

e  Protection efficiency 2.5kA @ 8/20 ps - for each conductor €292,50
. 3 levels of surge protection (GDT, MOSFET, TVS)

. Possibility of using UTP, FTP 5 and 6th category cables

e  Mounting in a 19" RACK cabinet, 1U height

. Can be mounted on the wall

. Recommended for outdoor LAN devices, poles and masts

e |/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
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16-CHANNEL PROTECTION

PTU-516R-ECO/PoE ECO series 16-channel surge protector with PoE protection for IP systems

e 16 LAN channels protection

. Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
e  Protection of 16 PoE lines - all standards up to 60W

e  Protection efficiency 100A @ 8/20 s - for each conductor

e 1 Surge Protection Level (Hybrid) €262,50
. Compatible with UTP, FTP 5 and 6 category cables

e  Mounting in a 19" RACK cabinet, 1U height

. Can be mounted on the wall

. Recommended for indoor LAN devices

. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45

PRO series 16-channel surge protector with PoE protection for IP systems

e 16 LAN channels protection

. Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
e  Protection of 16 PoE lines - all standards up to 60W

e  Protection efficacy 1kA @ 10/350 us

. Protection efficiency 2.5kA @ 8/20 ps - for each conductor

PTE-516R-PRO/PoE e 2 levels of surge protection (GDT, TVS) €322,50
e  Compatible with UTP, FTP 5 and 6 category cables
e Mounting in a 19" RACK cabinet, 1U height
| ; I e  Can be mounted on the wall
LB BT b .".".“.".“_" ¢ Recommended for outdoor LAN devices
. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
PTU-516R-EXT/PoE EXT series 16-channel surge protector with POE protection for IP systems
. . 16 LAN channels protection
! E E E' E E E E'"E-E_E-E'T.E.I.E e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
it . Protection of 16 PoE lines - all standards up to 60W
— e High durability and protection thanks to the use of resettable super-fast MOSFETs
. Protection efficacy 1kA @ 10/350 ps
€495,00

PTFE-516R-EXT/PoE e  Protection efficiency 2.5kA @ 8/20 ps - for each conductor
e  3levels of surge protection (GDT, MOSFET, TVS)
s . Compatible with UTP, FTP 5 and 6 category cables
ll ll ll Il ll ll ll ll. e  Mounting in a 19" RACK cabinet, 1U height
'.".".".".".".".".".".".".".".“." e  Can be mounted on the wall
. Recommended for outdoor LAN devices , mounted on poles and masts
. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45

16-CHANNEL PROTECTION WITH PoE INJECTOR

PTU-516R-ECO/InPoE/A ECO series 16-channel surge protection with active PoE injector for IP systems

. 16 LAN channels protection

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs

e  Surge protection of PoE circuits

e Active PoE power supply up to 30W, with PSE negotiation system
PTF-516R-ECO/InPoE/A e |IEEE 802.3af/at POE operation standard, option A

e Protection efficiency 100A @ 8/20 ps - for each conductor €381,25
. 1 Surge Protection Level (Hybrid)

e  PoE compliant up to 15W

. Compatible with UTP, FTP 5 and 6 category cables

. Mounting in a 19" RACK cabinet, 1U height

e  Can be mounted on the wall

. Recommended for indoor LAN devices

. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45

zlzizizizizizizizisiziziziziziz
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PTU-516R-PRO/InPOE/A

PTE-516R-PRO/InPOE/A

PRO series 16-channel surge protection with active PoE injector for IP systems

. 16 LAN channels protection

e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs

. Surge protection of PoE circuits

e Active PoE power supply up to 30W, with PSE negotiation system
. IEEE 802.3af/at POE operation standard, option A

e  Protection efficacy 1kA @ 10/350 ps €471,25
noonnoononnonnnn’ e  Protection efficiency 2.5kA @ 8/20 ps - for each conductor
|| |l T | ] ] |l am ll e  2levels of surge protection (GDT, TVS)
P Ly Lo e  Possibility of using UTP, FTP 5 and 6th category cables
. Mounting in a 19" RACK cabinet, 1U heightRecommended for outdoor LAN devices
. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
PTU-516R-EXT/InPoE/A EXT series 16-channel surge protection with active PoE injector for IP systems
aaAaAnNANNAAANAnAN
NI T"' T . 16 LAN channels protection
TR L] . Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
e  Surge protection of PoE circuits
PTE-516R-EXT/InPOE/A . High durability and protection thanks to the use of resettable super-fast MOSFETs
. Input passive PoE power supply up to 15W - per channel
nonoononnononnnn’ e  Protection efficacy 1TkA @ 10/350 ps €711,25
.ll " B | ] ] |; Gm || . Protection efficiency 2.5kA @ 8/20 ps - for each conductor
P L o e 3levels of surge protection (GDT, MOSFET, TVS)
e  Possibility of using UTP, FTP 5 and 6th category cables
e Mounting in a 19" RACK cabinet, 1U height
e  Can be mounted on the wall
e  Recommended for outdoor LAN devices, mounted on poles and masts
. I/O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
PTU-516R-ECO/InPoE/P ECO series 16-channel surge protection with passive PoE injector for IP systems
aaAnaaaaNAananan e  Zabezpieczenie 16 kanatéw LAN
e Zgodnos$c z sieciami LAN 10Base-T, 100Base-T (10Mbit, 100Mbit)
. Ochrona przeciwprzepieciowa obwodéw PoE
e Wprowadzanie pasywnego zasilania POE do 15W - na kazdy kanat
e  Skutecznos¢ ochrony 100A @ 8/20 us - na kazdg zyte przewodu
. 1 stopien ochrony przeciwprzepieciowej (hybrydowy) €295,00
e  Zgodne ze standardem PoE do 15W
e Zgodnos¢ z przewodami UTP, FTP 5 i 6-ej kategorii
. Montaz w szafie RACK 19", wysokos$¢ 1U
. Mozliwo$¢ zamocowania na Scianie
e  Zalecany do urzagdzen LAN montowanych wewnatrz budynkéw
. Rodzaje ztacz wej / wyj: dla wersji PTU: LSA / RJ45; dla wersji PTF: RJ45 | RJ45
PRO series 16-channel surge protection with passive PoE injector for IP systems
e 16 LAN channels protection
e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs
e  Surge protection of PoE circuits
e Input passive PoE power supply up to 15W - per channel
e  Protection efficacy 1kA @ 10/350 us €362,50
e Protection efficiency 2.5kA @ 8/20 us - for each conductor
nannnannnRnRananY e 2 levels of surge protection (GDT, TVS)
.. L] .l ae .l‘.. .l . Possibility of using UTP, FTP 5 and 6th category cables
. Mounting in a 19" RACK cabinet, 1U height
e Recommended for outdoor LAN devices
e /O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45
L]
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PTU-516R-EXT/InPoE/P EXT series 16-channel surge protection with passive PoE injector for IP systems

nnNaNaANANANaAAN e 16 LAN channels protection
o o

FRI R BER I'.’[l. e  Compatible with 10Base-T, 100Base-T (10Mbit, 100Mbit) LANs

211
";‘."_;. T e  Surge protection of PoE circuits

e High durability and protection thanks to the use of resettable super-fast MOSFETs
. Input passive PoE power supply up to 15W - per channel

PTF-516R-EXT/InPoE/P o Protection efficacy 1kA @ 10/350 ps €537,50

. Protection efficiency 2.5kA @ 8/20 ps - for each conductor

e 3 levels of surge protection (GDT, MOSFET, TVS)

. Possibility of using UTP, FTP 5 and 6th category cables

. Mounting in a 19" RACK cabinet, 1U height

. Can be mounted on the wall

. Recommended for outdoor LAN devices, mounted on poles and masts

e /O connector types: for PTU version: LSA/RJ45; for PTF version: RJ45/RJ45

ACCESSORIES

nonnnnnnnnnnnnnn?
FLLTETTTETTTRTI] Y

U-BOX Pole mount for cameras and surge protections
— . Pole mount for cameras and surge protections: BOX HD-1-EXT,
Se— BOX-PTU-51-EXT/PoE/MINI, BOX-1-PTF-51-EXT/PoE, BOX-2-PTF-51-EXT/PoE
e  Minimum pole diameter 55 mm €28 .00
e  Galvanised sheet metal, galvanised with varnish ’
D e  Clamps with a diameter of 130 - 150 (mm)
e  Compatible with, cameras(among others): Dahua, Hikvision, Novus
e  Dimensions: 150 x 230 x 55 (mm)
PTF-5-BOX Housing for PTF-54 modules
. Compatible with 4-channel PTF-54 protections
e  Designed for one 4-channel module €10 00
* . e  Protects the module from dust and damage ’
- e  Freestanding / wall-mounted enclosure
e Dimensions: 133 x 82 x 35 (mm)
PTU/PTE-5-BOX Professional housing for PTU-54 and PTF-54 modules
. Compatible with PTU-54 and PTF-54 4-channel protections
e  Designed for one 4-channel module
& e  Freestanding / wall-mounted housing €24,50
Y e  Grounding via cable
. Dimensions: 184 x 104 x 48 (mm)
PTU/PTE-5-BOX-DIN Professional housing on DIN rail for PTU-54 and PTF-54 modules
. . e  Compatible with PTU-54 and PTF-54 4-channel protections
8 e  Designed for one 4-channel module
? y €31,25

Ty

. Free-standing / DIN rail mounted housing
e  Grounding via cable/DIN rail
e  Dimensions: 152 x 104 x 48 (mm)

H
K

PTU/PTE-5-RACK 1U metal housing for 19" RACK cabinet for PTU-54 and PTF-54 modular protection

e  Allows you to design a panel with any configuration of
PTU-54 and PTF-54 series surge protections

e Allows the installation of up to 4 PTU-54 or PTF-54 modules €47,50

. Ensures stable screw connection of the modules

e  Grounding via cable

e  Mounting in a 19" RACK cabinet, 1U height

PTU/PTE-5/6-COVER Masking cover for PTU/PTF panels

. Made of powder-coated sheet metal
. Fastening to the panel with screws €17,25
e Designed for protection of the PTU and PTF series in RACK housings
. Protects devices from dust, unauthorized access and damage
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AHD/CVI/TVI WIRELESS VIDEO TRANSMISSION

TR-1F-HD

1-channel passive twisted-pair (UTP) transformer for AHD, CVI, TVI systems

. Dedicated to AHD, HD-CVI, HD-TVI (Turbo HD) systems
. Compatible with systems up to 8 MP

. Small size

. High Frequency Compensation Filter

. Resistant to interference

. Low attenuation

AHD/CVI/TVI VIDEO PROTECTION AND SEPARATORS

HDO-1F-PRO

1-CHANNEL HD VIDEO PROTECTION
PRO series 1-channel video surge protection with BNC SOCKET - AHD,CVI,TVI

e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
e  2levels of surge protection (GDT, TVS)

AV-500-4HD Wireless Video Transmission Kit for AHD, CVI, TVI, CVBS systems
. Radio range up to 500m
R e  Supported resolution 960H - 2MP
3 » e  Support for AHD, CVI, TVI, CVBS formats

w e Radio channels: 2 or 4

e  Operating frequency: 5.8GHz €327,50
W A . Built-in video surge protection with MOSFET Technology
AV e Built-in power surge protection
o . Compatible with coaxial or UTP cable
e  Convenient connection of cameras
e  Convenient wall-and-post bracket
AV-500-4HD-L Wireless Video Transmission Kit for AHD, CVI, TVI, CVBS systems, dedicated for
elevators
) . Radio range up to 150m inside the elevator shaft
- e  Supported resolution 960H - 2MP
® e Support for AHD, CVI, TVI, CVBS formats
. 2 or 4 radio channels €291,25
W A e  Operating frequency: 5.8GHz
mﬁ L . Built-in video surge protection with MOSFET Technology
o = . Built-in power surge protection

e  Compatible with coaxial or UTP cable
e  Convenient connection of cameras

€3,75

Ewimar Sp. z 0.0., Manufacturer of surge protection systems
ul. Konarskiego 84, 01-355 Warszawa

e  Protection efficacy 10kA @ 8/20 ps €16,75
e  2-way signal transmission
. Low circuit capacitance
. Discharge to the ground via cable
HDT-1F-PRO PRO series 1-channel video surge protection with twisted-pair (UTP) transformer -
AHD,CVI, TVI
< e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
<. e 2 levels of surge protection (GDT, TVS)
- . e  Protection efficacy 10kA @ 8/20 ps €19,25
n‘g« f:', . Built-in transformer for twisted-pair UTP cables
e  2-way signal transmission
. Low circuit capacitance
e Discharge to the ground via cable
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HDO-1F-EXT EXT series 1-channel AHD, CVI, TVI video surge protection with BNC socket

e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
e 3 levels of surge protection (GDT, MOSFET, TVS)

e  Super-fast tripping time - MOSFET fuse €19,50
. Protection efficacy 10kA @ 8/20 us
e  2-way signal transmission

. Low circuit capacitance

e Discharge to the ground via cable

HDT-1F-EXT EXT series 1-channel AHD,CVI,TVI video surge protection with twisted-pair (UTP)
transformer

e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP

‘i;‘gﬁ&_ e 3levels of surge protection (GDT, MOSFET, TVS)
- e  Super-fast tripping time - MOSFET fuse €24,75
A ﬁ"l e  Protection efficacy 10kA @ 8/20 ps
- @ y e Built-in transformer for UTP cables

e  2-way signal transmission
. Low circuit capacitance
e  Discharge to the ground via cable

BOX HD-1-EXT/12VDC EXT series 1-channel external video and power surge protection with twisted-pair
(UTP) transformer - for AHD,CVI,TVI systems

e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
e 3 levels of surge protection (GDT, MOSFET, TVS)

e High durability and protection thanks to MOSFET technology

e  Protection efficacy 10kA @ 8/20 ps

e Built-in transformer for UTP cables €45,00
. 12V DC power protection

e  2-way signal transmission

. Low circuit capacitance

. Recommended for cameras mounted outdoors and on poles and masts
e  Can be mounted on a wall or U-BOX pole mount

. Hermetic housing with IP65 rating and dimensions of 114 x 114 x 57 mm
e Discharge to the ground via cable

BOX HD-1-EXT/24VAC EXT series 1-channel external video and power surge protection with twisted-pair
(UTP) transformer - for AHD,CVI,TVI systems

e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
e 3 levels of surge protection (GDT, MOSFET, TVS)

e High durability and protection thanks to MOSFET technology

. Protection efficacy 10kA @ 8/20 us

e Built-in transformer for UTP cables €45,00
e 24V AC power protection

e  2-way signal transmission

. Low circuit capacitance

. Recommended for cameras mounted outdoors and on poles and masts
e  Can be mounted on a wall or U-BOX pole mount

. Hermetic housing with IP65 rating and dimensions of 114 x 114 x 57 mm
e  Discharge to the ground via cable

1-CHANNEL HD VIDEO SEPARATORS

HSO-1F-ECO ECO series 1-channel AHD,CVI,TVI video separator with interference suppression
filter and BNC socket

e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 2 MP
¢ Protects against potential differences and interference

resulting from the ground loops €22,75
e  Built-in interference suppression filter
e  2-way signal transmission
. Low circuit capacitance
e  High interference suppression efficiency
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HST-1F-ECO ECO series 1-channel AHD,CVI,TVI video separator with interference suppression
filter and twisted-pair (UTP) transformer

e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 2 MP

S,

e e  Protects against potential differences and interference
e, resulting from the ground loops €24 75
A ﬁ", e Built-in interference suppression filter ’
” @ y . Built-in transformer for UTP cables
. 2-way signal transmission
. Low circuit capacitance
e  High interference suppression efficiency
HSO-1F-EXT EXT Series 1-channel AHD,CVI,TVI video separator with protection, interference
suppression filter and BNC socket
e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 2 MP
e  Protects against potential differences and interference
resulting from the ground loops
. Built-in interference suppression filter
e  Built-in high-speed MOSFET fuse €28,75
e 3 levels of surge protection (GDT, MOSFET, TVS)
e  Protection efficacy 10kA @ 8/20 us
. 2-way signal transmission
. Low circuit capacitance
. High-quality BNC connectors
e  High interference suppression efficiency
e Discharge to the ground via cable
HST-1F-EXT EXT series 1-channel AHD,CVI,TVI video separator with protection, interference
suppression filter and twisted-pair (UTP) transformer
P e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 2 MP
3. e  Protects against potential differences and interference
s q resulting from the ground loops
Az ﬂ-ﬂ e Built-in interference suppression filter
" y Built-in high-speed MOSFET fuse
e 3 levels of surge protection (GDT, MOSFET, TVS) €30,50

. Protection efficacy 10kA @ 8/20 ps

e Built-in transformer for twisted-pair UTP cables
e  2-way signal transmission

. Low circuit capacitance

. High-quality BNC connector

. High interference suppression efficiency

e Discharge to the ground via cable

4-CHANNEL HD VIDEO PROTECTION

LHD-4-PRO-FPS PRO series 4-channel surge protection for AHD,CVI, TVI with UTP/coaxial
connector and power distribution

e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
e  2levels of surge protection (GDT, TVS)

e  Protection efficacy 4kA @ 8/20 ps

e  2-way signal transmission €59,00
. Universal inputs for twisted pair and coaxial cable

e  Built-in transformers for UTP cables

e 12V DC power distribution for 4 cameras (24V on request)
. Built-in circuit breakers on the power line

e  Visual and audible short-circuit indication

e Discharge to the ground via cable
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LHD-4-EXT-FPS

EXT Series 4-shannel surge protection for AHD,CVI, TVI with UTP/coaxial
connector and power distribution

e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
. 3 levels of surge protection (GDT, MOSFET, TVS)

. Super-fast tripping time - MOSFET fuse

. Protection efficacy 10kA @ 8/20 ps

. 2-way signal transmission

. Universal inputs for twisted pair and coaxial cable

. Built-in transformers for UTP cables

. 12V DC power distribution for 4 cameras (24V on request)
. Built-in circuit breakers on the power line

. Visual and audible short-circuit indication

e Discharge to the ground via a cable

8-channel connection panel for coaxial cable

e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP

€70,50

8-CHANNEL ORGANIZING AND HD VIDEO PROTECTION PANELS

FKO-8-HD

Ewimar Sp. z 0.0., Manufacturer of surge protection systems

ul. Konarskiego 84, 01-355 Warszawa

. 8 video channels €53,00
. Dedicated to connecting coaxial cables
. Mounting in a 19" RACK cabinet, 1U height
e Additional holes for attaching cable ties

FKO-8-HD-FPS 8-channel connection panel for coaxial cable with power distribution
e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
. 8 video channels
. Dedicated to connecting coaxial cables €73,50
. 12V DC power distribution for 8 cameras (24V on request)
. Built-in circuit breakers on the power line
. Mounting in a 19" RACK cabinet, 1U height
e  Additional holes for attaching cable ties

FKT-8-HD 8-channel connection panel with twisted pair (UTP) transformer
e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
. 8 video channels €73,50
e Built-in transformers for UTP cables
. Mounting in a 19" RACK cabinet, 1U height
e  Additional holes for attaching cable ties

FKT-8-HD-FPS 8-channel connection panel with twisted pair (UTP) transformer and power

distribution
T.0:0:0.0.0.9.0,9 e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP

e  8video channels
e Built-in transformers for UTP cables €93,25
. 12V DC power distribution for 8 cameras (24V on request)
. Built-in circuit breakers on the power line
e Mounting in a 19" RACK cabinet, 1U height
e  Additional holes for attaching cable ties

LHD-8R-PRO PRO series 8-channel AHD,CVI,TVI video surge protection with UTP/coaxial cable

connector
e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
e  2levels of surge protection (GDT, TVS)
. Protection efficacy 4kA @ 8/20 ps €118,50
. 2-way signal transmission
. Universal inputs for twisted pair and coaxial cable
. Built-in transformers for twisted-pair UTP cables
. Mounting in a 19" RACK cabinet, 1U height
. Discharge to the ground via cable
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LHD-8R-PRO-FPS

PRO series 8-channel AHD,CVI,TVI video surge protection with UTP/coaxial
connector and power distribution

. Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
. 2 levels of surge protection (GDT, TVS)

e  Protection efficacy 4kA @ 8/20 ps

. 2-way signal transmission

e  Universal inputs for twisted pair and coaxial cable €143,75
. Built-in transformers for UTP cables
e 12V DC power distribution for 8 cameras (24V on request)
. Built-in circuit breakers on the power line
. Visual and audible short-circuit indication
e  Mounting in a 19" RACK cabinet, 1U height
e Discharge to the ground via cable
LHD-8R-EXT EXT series 8-channel AHD,CVI,TVI video surge protection with UTP/coaxial
connector
e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
e 3 levels of surge protection (GDT, MOSFET, TVS)
. Super-fast tripping time - MOSFET fuse
e  Protection efficacy 10kA @ 8/20 us €143,75
. 2-way signal transmission
e Universal inputs for twisted pair and coaxial cable
. Built-in transformers for UTP cables
. Mounting in a 19" RACK cabinet, 1U height
e Discharge to the ground via cable
LHD-8R-EXT-FPS EXT series 8-channel AHD,CVI,TVI video surge protection with UTP/coaxial
connector and power distribution
. Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
e 3 levels of surge protection (GDT, MOSFET, TVS)
. Super-fast tripping time - MOSFET fuse
. Protection efficacy 10kA @ 8/20 ps
. 2-V\fay sign_al transmissio_n _ . €171,25
. Universal inputs for twisted pair and coaxial cable
e Built-in transformers for UTP cables
. 12V DC power distribution for 8 cameras (24V on request)
. Built-in circuit breakers on the power line
. Visual and audible short-circuit indication
e Mounting in a 19" RACK cabinet, 1U height
. Discharge to the ground via cable
LHST-8R-EXT EXT series 8-channel AHD,CVI,TVI video surge protection with separation and
twisted pair (UTP) transformer
. Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 2 MP
e 3 levels of surge protection (GDT, MOSFET, TVS)
. Super-fast tripping time - MOSFET fuse
e  Protects against potential differences and interference
resulting from the ground loops
e  Protection efficacy 10kA @ 8/20 us €171.25
. 2-way signal transmission
e Galvanic isolation 800V DC
. Built-in transformers for UTP cables
. Low circuit capacitance
. Mounting in a 19" RACK cabinet, height 1U
e Discharge to the ground via cable
32

Ewimar Sp. z 0.0., Manufacturer of surge protection systems
ul. Konarskiego 84, 01-355 Warszawa



http://ewimar.com/surge-protector-for-coax-and-twisted-pair-lhd-8r-pro-series-with-power-distribution.html
https://ewimar.com/overvoltage-protection-for-coax-and-twisted-pair-lhd-8-series-ext.html
https://ewimar.com/overvoltage-protection-for-coax-and-twisted-pair-lhd-8r-series-ext-with-power-distribution.html
https://ewimar.com/separated-utp-balun-ahd-cvi-hd-hd-tvi-with-surge-protection-1323.html
https://ewimar.com/separated-utp-balun-ahd-cvi-hd-hd-tvi-with-surge-protection-1323.html

LHST-8R-EXT-FPS EXT series 8-channel AHD,CVI,TVI video surge protection with separation and
twisted pair (UTP) transformer and power distribution

. Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 2 MP

e 3 levels of surge protection (GDT, MOSFET, TVS)

. Super-fast tripping time - MOSFET fuse

. Protects against potential differences and interference resulting from ground loops
. Protection efficacy 10kA @ 8/20 ps

e 2-way signal transmission €198,00
e  Galvanic isolation 800V DC

. Built-in transformers for UTP cables

. Low circuit capacitance

e 12V DC power distribution for 8 cameras (24V on request)
. Built-in circuit breakers on the power line

. Visual and audible short-circuit indication

e Mounting in a 19" RACK cabinet, 1U height

e Discharge to the ground via cable

LHSO-8R-EXT EXT series 8-channel AHD,CVI,TVI video surge protector with separation for
coaxial cable

e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 2 MP
e 3 levels of surge protection (GDT, MOSFET, TVS)

. Super-fast tripping time - MOSFET fuse

. Protects against potential differences and interference resulting from ground loops €171,25
e  Protection efficacy 10kA @ 8/20 us

. 2-way signal transmission

. Low circuit capacitance

e  Galvanic isolation 800V DC

. Mounting in a 19" RACK cabinet, 1U height
. Discharge to the ground via cable

LHSO-8R-EXT-FPS EXT series 8-channel AHD,CVI, TVI video surge protection with separation for
coaxial cable and power distribution

. Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 2 MP

e 3 levels of surge protection (GDT, MOSFET, TVS)

. Super-fast tripping time - MOSFET fuse

e  Protects against potential differences and interference resulting from ground loops

e  Protection efficacy 10kA @ 8/20 us

e 2-way signal transmission €198,00

e  Galvanic isolation 800V DC

. Low circuit capacitance

e 12V DC power distribution for 8 cameras (24V on request)

. Built-in circuit breakers on the power line

. Visual and audible short-circuit indication

. Mounting in a 19" RACK cabinet, 1U height

e Discharge to the ground via a cable

16-CHANNEL ORGANIZING AND HD VIDEO PROTECTION PANELS

FKO-16-HD 16-channel connection panel for coaxial cable

e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
e 16 video channels €76,25
. Dedicated to connecting coaxial cables
. Mounting in a 19" RACK cabinet, 1U height
e  Additional holes for attaching cable ties

FKO-16-HD-FPS 16-channel connection panel for coaxial cable with power distribution

e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
. 16 video channels

e  Dedicated to connecting coaxial cables €118,50
e 12V DC power distribution for 16 cameras (24V on request)
. Built-in circuit breakers on the power line

. Mounting in a 19" RACK cabinet, height 1U
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FKT-16-HD

16-channel twisted pair transformer connection panel

. Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
. 16 Video Channels

e Built-in transformers for UTP cables €112,00
. Mounting in a 19" RACK cabinet, 1U height
. Additional holes for attaching cable ties
FKT-16-HD-FPS 16-channel connection panel with twisted pair (UTP) transformer and power
distribution
e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
. 16 Video Channels
e  Built-in transformers for UTP cables €153,75
e 12V DC power distribution for 16 cameras (24V on request)
. Built-in circuit breakers on the power line
. Mounting in a 19" RACK cabinet, 1U height
e  Additional holes for attaching cable ties
LHD-16R-PRO PRO series 16-channel AHD,CVI,TVI video surge protection with UTP/coaxial
connector
e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
e  2levels of surge protection (GDT, TVS)
. Protection efficacy 4kA @ 8/20 ps
. 2-way signal transmission €183,00
. Universal inputs for twisted pair and coaxial cable
e Built-in transformers for UTP cables
. Mounting in a 19" RACK cabinet, 1U height
. Discharge to the ground via cable
LHD-16R-PRO-FPS PRO series 16-channel AHD,CVI,TVI video surge protection with UTP/coaxial
connector and power distribution
e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
. 2 levels of surge protection (GDT, TVS)
. Protection efficacy 4kA @ 8/20 ps
. 2-way signal transmission
. Universal inputs for twisted pair and coaxial cable €232,25
e Built-in transformers for UTP cables
e 12V DC power distribution for 16 cameras (24V on request)
. Built-in circuit breakers on the power line
e  Visual and audible short-circuit indication
. Mounting in a 19" RACK cabinet, 1U height
. Discharge to the ground via cable
LHD-16R-EXT EXT series 16-channel AHD,CVI, TVI video surge protection with UTP/coaxial
connector
e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
e 3 levels of surge protection (GDT, MOSFET, TVS)
. Super-fast tripping time - MOSFET fuse
e  Protection efficacy 10kA @ 8/20 s €232,25
. 2-way signal transmission
. Universal inputs for twisted pair and coaxial cable
. Built-in transformers for UTP cables
. Mounting in a 19" RACK cabinet, 1U height
. Discharge to the ground via cable
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LHD-16R-EXT-FPS

EXT series 16-channel AHD,CVI, TVI video surge protection with UTP/coaxial
connector and power distribution

e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 8 MP
e 3 levels of surge protection (GDT, MOSFET, TVS)

. Super-fast tripping time - MOSFET fuse

. Protection efficacy 10kA @ 8/20 ps

. 2-way signal transmission

. Universal inputs for twisted pair and coaxial cable €272,25
. Built-in transformers for UTP cables
. 12V DC power distribution for 16 cameras (24V on request)
. Built-in circuit breakers on the power line
. Visual and audible short-circuit indication
. Mounting in a 19" RACK cabinet, 1U height
. Discharge to the ground via cable
LHST-16R-EXT EXT series 16-channel AHD,CVI, TVI video surge protection with separation and
twisted pair (UTP) transformer
e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 2 MP
e 3 levels of surge protection (GDT, MOSFET, TVS)
. Super-fast tripping time - MOSFET fuse
. Protects against potential differences and interference resulting from the ground
loops
e  Protection efficacy 10kA @ 8/20 us €262,25
. 2-way signal transmission
e  Galvanic isolation 800V DC
. Built-in transformers for UTP cables
. Low circuit capacitance
. Mounting in a 19" RACK cabinet, 1U height
. Discharge to the ground via cable
LHST-16R-EXT-FPS EXT series 16-channel AHD,CVI,TVI video surge protector with separation,
twisted pair (UTP) transformer and power distribution
. Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 2 MP
e 3 levels of surge protection (GDT, MOSFET, TVS)
. Super-fast tripping time - MOSFET fuse
e Protects against potential differences and ground loop interference
e  Protection efficacy 10kA @ 8/20 us
. 2-way signal transmission €309,00
e  Galvanic isolation 800V DC
. Built-in transformers for UTP cables
. Low circuit capacitance
. 12V DC power distribution for 16 cameras (24V on request)
. Built-in circuit breakers on the power line
. Visual and audible short-circuit indication
e Mounting in a 19" RACK cabinet, 1U height
. Discharge to the ground via cable
LHSO-16R-EXT EXT series 16-channel AHD,CVI,TVI video surge protection for coaxial cable
e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 2 MP
e 3 levels of surge protection (GDT, MOSFET, TVS)
. Super-fast tripping time - MOSFET fuse
e  Protects against potential differences and ground loop interference
e Protection efficacy 10kA @ 8/20 ps €262,25
. 2-way signal transmission
. Low circuit capacitance
e  Galvanic isolation 800V DC
. Mounting in a 19" RACK cabinet, 1U height
e Discharge to the ground via cable
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LHSO-16R-EXT-FPS EXT series 16-channel AHD,CVI,TVI video surge protection with separation for
coaxial cable and power distribution

e  Compatible with AHD, HD-CVI, HD-TVI (Turbo HD) systems up to 2 MP
e 3 levels of surge protection (GDT, MOSFET, TVS)

e  Super-fast tripping time - MOSFET fuse

e  Protects against potential differences and ground loop interference

e  Protection efficacy 10kA @ 8/20 us £€309.00
e  2-way signal transmission ’
e  Galvanic isolation 800V DC

. Low circuit capacitance

e 12V DC power distribution for 16 cameras (24V on request)
. Built-in circuit breakers on the power line

e  Visual and audible short-circuit indication

e  Mounting in a 19" RACK cabinet, 1U height

e Discharge to the ground via a cable

PoE CONVERTERS

PoE-Conv2/AF 12V PoE power converter
e  PoE input voltage : 36-57V DC
q’@& e  Compatible with 10/100/1000Base-T networks
. ., e Declared PoE Class IEEE 802.3af Class 0 €32,50

e  Output voltage: 12V DC/1A
. Isolated voltage converter
. Dimensions: 87 x 32 x 106 (mm)

PoE-Conv2/AT 12V PoE power converter
. PoE input voltage : 41-57V DC
& e  Compatible with 10/100/1000Base-T networks
& i e  Adjustable PoE class
Bl €45,00

e  Output voltage: 12V DC / 2A

e  Switchable PoE transfer continuation
. Isolated voltage converter

e Dimensions: 87 x 32 x 106 (mm)

RS-485 ACTIVE BUS DEVICES

USB-485 RS-485 to USB converter
A, e  Automatic drivers detection
/sgg.& e  High-performance FTDI chip
e  Supports up to 32 devices in an RS-485 network €34,75
S e  ESD protection of 600W RS-485 port
e  Operating system-dependent baud rate
e  Dimensions: 68 x 32 x 27 (mm)
USB-485/So RS-485 to USB converter with optical separation
. RS-485 optical separation
& “,5‘_«?' e  Optical transmitting and receiving indicator
? e  Automatic drivers detection
il e High-performance FTDI chip €62,25

e  Supports up to 128 devices in an RS-485 network

e  Surge protection 500A @ 8/20 ps (GDT, MOSFET, TVS)

e  Transfer rate up to 1Mb, depending on the operating system
e  Dimensions: 68 x 32 x 27 (mm)
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EW-485/1/1/So

e

L

Active unidirectional RS-485 bus amplifier with optical separation

1-Way Transmission

1 x RS-485 input (slave)

1 x RS-485 output (master)

Transmission 300bit~500kbit

Optical separation 1kV/channel

Surge protection up to 600W

Power supply 9~35V DC / 9~24V AC
Extension of the main line by another 1200m
Dimensions: 74 x 32 x 27 (mm)

€41,25

EW-485/1/2/So

Active bidirectional RS-485 bus amplifier with optical separation

2-Way Half Duplex Transmission

1 x RS-485 input

1 x RS-485 output

Transmission 300bit~500kbit (10Mbit on request)
Optical separation 1kV/channel

Surge protection up to 600W

Power supply 9~35V DC / 9~24V AC

Extension of the main line by another 1200m
Dimensions: 74 x 32 x 27 (mm)

€57,25

EW-Biphase/4/1

Active Biphase bus amplifier & splitter

1-Way Transmission

1 x Biphase Input

4 x Biphase Outputs
Transmission: 31250 baud
Surge protection up to 600W
Power supply 9~24V DC
Dimensions: 90 x 83 x 33 (mm)

€111,25

Active RS-485 bus amplifier and splitter

1-Way Transmission

1 x RS-485 input

4 x RS-485 outputs

Transmission from 300bit to 1Mbit

Surge protection up to 600W

Power supply 9~24V DC

Extension of the main line by another 1200m
Dimensions: 90 x 83 x 33 (mm)

€111,25

EW-485/4/1/So

Active RS-485 bus amplifier and splitter with optical separation

1-Way Transmission

1 x RS-485 input

4 x RS-485 outputs

Transmission from 300bit to 1Mbit (10Mbit on request)
Optical separation 1kV/channel

Surge protection up to 600W

Extension of the main line by another 1200m

Power supply 9~24V DC

Dimensions: 90 x 83 x 33 (mm)

€139,75

EW-485/4/2

Active bidirectional RS-485 bus amplifier and splitter

2-Way Half Duplex Transmission

1 x RS-485 input

4 x RS-485 outputs

Transmission from 300baud to 500kbaud (10Mbit on request)
Surge protection up to 600W

Dedicated to installations with two-way communication
Extension of the main line by another 1200m

Power supply 9~24V DC

Dimensions: 90 x 83 x 33 (mm)

€142,25
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EW-485/4/2/So

CONV-AG Pelco-to-Bosch-Lite

Active bidirectional RS-485 bus amplifier and splitter with optical separation

e  2-Way Half Duplex Transmission

. 1 x RS-485 input

o 4 x RS-485 outputs

. Transmission from 300bit to 1Mbit (10Mbit on request)
e  Optical separation 1kV/channel

e  Surge protection up to 600W

. Dedicated to installations with two-way communication
e  Extension of the main line by another 1200m

e Power supply 9~24V DC

e  Dimensions: 90 x 83 x 33 (mm)

PTZ PROTOCOL CONVERTERS

BOSCH PROTOCOL CONVERTERS

Pelco to Bosch/Biphase PTZ protocol converter for one camera

e  Single camera support
e USB management & update
e  Flexible address selection 1-16383

€174,75

e Bosch OSRD and BIPHASE protocol €223,75
e Supports Pelco-P and Pelco-D protocol
e Quick response to controls
e Advanced additional options
. Firmware change function
CONV-AG Pelco-to-Bosch Pelco to Bosch/Biphase PTZ protocol converter
e  Supports 16 cameras with expansion up to 99
e USB management & update
3 . Flexible camera selection 1-255 (1-16383)
e Bosch OSRD and BIPHASE protocol €330,00
e Supports Pelco-P and Pelco-D protocol
e  Quick response to controls
e Advanced additional options
. Firmware change function
CONV-AG Bosch-to-Pelco-Lite Bosch/Biphase to Pelco PTZ protocol converter for one camera
o e  Single camera support with expansion up to 99
. }??f%” e  USB management & update
= > e  Flexible camera selection 1-255 (1-16383)
é e Bosch OSRD and BIPHASE protocol €223,75
) e  Supports Pelco-P and Pelco-D protocol
e Quick response to controls
e Advanced additional options
e  Firmware change function
CONV-AG Bosch-to-Pelco Bosch/Biphase to Pelco PTZ protocol converter
oy e  Supports 16 cameras with expansion up to 99
- \W:E%\ e  USB management & update
e  Flexible camera selection 1-255 (1-16383)
e  Bosch OSRD and BIPHASE protocol €330,00
e  Supports Pelco-P and Pelco-D protocol
e  Quick response to controls
e  Advanced additional options
. Firmware change function
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CONV-AG OSRD-to-Biphase

Bosch / Philips OSRD to Biphase protocol converter

e  Support for any number of cameras
e USB management & update

CONV-AG Pelco-to-
Geutebriick

e  Bosch OSRD and BIPHASE protocol

e  Supports Pelco-P and Pelco-D protocol
e Quick response to controls

e  Firmware change function

Geutebriick to Pelco protocol converter

e  Supports 16 cameras with expansion up to 99
e USB management & update

e  Bosch OSRD and BIPHASE protocol €330,00
e Quick response to controls
e  Full transparency for data
. Firmware change function
CONV-AG Biphase-to-OSRD Bosch / Philips Biphase to OSRD protocol converter
i e  Support for any number of cameras
%v%yf??& e  USB management & update €330.00
" . Bosch BIPHASE and OSRD protocol ’
é e  Quick response to controls
) . Full transparency for data
. Firmware change function
CONV-AG KBD-Intuikey- Converter for Bosch KBD-Universal and KBD-Digital keyboards
Inteface
e  Supports 16 cameras with expansion to 96
USB management & update
: I p €330,00

GEUTEBRUCK PROTOCOL CONVERTERS

CONV-AG Pelco-to-GE
Interlogix

e  Configurable Pelco protocols

e  Constant and variable motion support
e Advanced additional options

e  Firmware change function

Pelco to GE Interlogix protocol converter

e  Supports 16 cameras with expansion up to 99
e  USB management & update

e  Flexible choice of camera addresses €330,00
e  Configurable Pelco protocols
é e  Constant and variable motion support
) e  Advanced additional options

e  Firmware change function

CONV-AG Geutebriick-to- Geutebriick to Pelco protocol converter

Pelco
e  Supports 16 cameras with expansion up to 99
e USB management & update
. Flexible choice of camera addresses €330,00

KALATEL / GE PROTOCOL CONVERTERS

Ewimar Sp. z 0.0., Manufacturer of surge protection systems
ul. Konarskiego 84, 01-355 Warszawa

e  Flexible camera selection 0-255 (0-511) €223,75
e  Supports Pelco-P and Pelco-D protocol
é e  Quick response to controls
| e  Advanced additional options
e  Firmware change function
CONV-AG GE Interlogix-to- GE Interlogix to Pelco protocol converter
Pelco
e  Supports 16 cameras with expansion up to 99
e USB management & update
. Flexible camera selection 0-255 (0-511) €223,75
e  Supports Pelco-P and Pelco-D protocol
( e  Quick response to controls
) % e  Advanced additional options
e  Firmware change function
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CONV-BG MX Pelco-to-TEB

Pelco to TEB protocol converter with Kalatel support

Supports 16 cameras with expansion up to 99
USB management & update

Control of the Kalatel matrix switcher

Flexible Camera Selection 1-255

Dual interface for TEB cameras

Supports Pelco-P and Pelco-D protocol
Quick response to controls

Advanced additional options

Firmware change function

€365,00

CONV-BG MX Samsung-to-
TEB

CONV-BG Pelco-to-TEB

Samsung to TEB protocol converter with Kalatel support

Supports 16 cameras with expansion up to 99
USB management & update

Control of the Kalatel matrix switcher

Flexible Camera Selection 1-255

Dual interface for TEB cameras

Support Samsung-E and Samsung-T protocol
Quick response to controls

Advanced additional options

Firmware change function

Pelco to Pelco protocol converter

Supports 16 cameras with expansion up to 99

USB management & update

Flexible camera selection 1-255

Dual interface for TEB cameras

Support for Pelco-P and Pelco-D protocols, 1998 and Ligne
Quick response to controls

Advanced additional options

Firmware change function

€365,00

TEB PROTOCOL CONVERTERS

€365,00

CONV-BG TEB-to-Pelco

TEB to Pelco protocol converter

Supports 16 cameras with expansion up to 99

USB management & update

Flexible Camera Selection 1-255

Dual interface for TEB cameras

Support for Pelco-P and Pelco-D protocols, 1998 and Ligne
Quick response to controls

Advanced additional options

Firmware change function

€365,00

CONV-BG Samsung-to-TEB

Samsung to TEB protocol converter

Supports 16 cameras with expansion up to 99
USB management & update

Flexible camera selection 1-255

Dual interface for TEB cameras

Support Samsung-T and Samsung-E protocol
Quick response to controls

Advanced additional options

Firmware change function

€365,00

Ewimar Sp. z 0.0., Manufacturer of surge protection systems
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CONV-BG MX Pelco-to-TEB

&

Pelco to TEB protocol converter with Kalatel support

e  Supports 16 cameras with expansion up to 99
e USB management & update
. Control of the Kalatel matrix switcher

. Flexible Camera Selection 1-255 €365,00
& . Dual interface for TEB cameras

e  Supports Pelco-P and Pelco-D protocol
e Quick response to controls
e  Advanced additional options
. Firmware change function

CONV-BG MX Samsung-to- Samsung to TEB protocol converter with Kalatel support

TEB
e  Supports 16 cameras with expansion up to 99

= . USB management & update
Z S e  Control of the Kalatel matrix switcher

e  Flexible Camera Selection 1-255 €365,00

e  Dual interface for TEB cameras

e  Support Samsung-E and Samsung-T protocol
e Quick response to controls

e  Advanced additional options

. Firmware change function

D-MAX, DAHUA, DYNACOLOR, LILIN, PANASONIC, PELCO, HONNEYWELL, SENSORMATIC

PROTOCOL CONVERTERS

CONV-AG Pelco Merger

Pelco-D and Pelco-P protocols merger

e  Supports 16 cameras with expansion up to 99
. Free additional options in advanced mode for each port

e  2input ports, 1 output port €197,25
e  Supports 255 cameras in simplified mode
e USB management & update
e  Configurable Pelco protocols
e  Firmware change function
CONV-AG Pelco-to-Dynacolor Pelco to Dynacolor protocol converter
e  Supports 16 cameras with expansion up to 99
e USB management & update
e  Flexible choice of camera addresses €276,25
e  Configurable Pelco protocols
. Dynacolor DSCP protocol
e Advanced additional options
. Firmware change function
Dynacolor to Pelco protocol converter
e  Supports 16 cameras with expansion up to 99
e USB management & update
e  Flexible choice of camera addresses €276,25
e  Configurable Pelco protocols
. Dynacolor DSCP protocol
e Advanced additional options
e  Firmware change function
CONV-AG Pelco-to-Kalatel Pelco to Kalatel protocol converter
e  Supports 16 cameras with expansion up to 99
e USB management & update
. Flexible choice of camera addresses €223,75
e  Configurable Pelco protocols
e Advanced additional options
e  Firmware change function
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CONV-AG Kalatel-to-Pelco Kalatel to Pelco protocol converter

e  Supports 16 cameras with expansion up to 99
N e USB management & update
e  Flexible choice of camera addresses €223,75
fﬁ'" e  Configurable Pelco protocols
- o  Advanced additional options
. Firmware change function

Pelco-D to Pelco-P and Pelco-P to Pelco-D protocol converter

e  Supports 16 cameras with expansion up to 99
e  Additional options in advanced mode

e  Supports 255 cameras in simplified mode

e USB management & update €144,75
e  Configurable Pelco protocols
. Quick response to controls

o  Active additional optional

. Firmware change function

CONV-AG Pelco-to-Panasonic Pelco to Panasonic protocol converter

e  Supports 16 cameras with expansion up to 99
e USB management & update

e  Compatible with WV-CS850/950

. Supports Pelco-P and Pelco-D protocol €276,25
e Quick response to controls

¢  Additional advanced options

. Firmware change function

CONV-AG Pelco-to-Samsung Pelco to Samsung protocol converter

. Supports 16 cameras with expansion up to 99
e USB management & update

e  Supports Pelco-P and Pelco-D protocol

e  Support Samsung-T and Samsung-E protocol
e Quick response to control

e  Additional advanced options

e  Firmware change function

€276,25

CONV-AG Pelco-to- Pelco to Sensormatic/American Dynamics protocol converter
Sensormatic/American
Dynamics e Interface RS-422/ 485

e  Supports 8 cameras with expansion up to 99
e  Supports 128 cameras in Simplified Mode

e USB management & update €276,25
. Flexible choice of camera addresses
e  Configurable Pelco protocols

e  Additional advanced options

e  Firmware change function

CONV-AG Sensormatic/American Dynamics to Pelco protocol converter
Sensormatic/American
Dynamics-to-Pelco e Interface RS-422/ 485

e  Supports 8 cameras with expansion up to 99
e  Supports 128 cameras in simplified mode

e USB management & update €276,25
. Flexible choice of camera addresses
{/’ e  Configurable Pelco protocols

e Additional advanced options
. Firmware change function
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CONV-BG HikVision-to-D-Max HikVision to D-Max protocol converter

e  Supports 255 cameras

&@ . D-Max support for up to 64 monitors
e  USB management & update €365,00
’ e  Flexible choice of camera addresses
> e  Configurable D-Max/Pelco camera protocols

. Free joystick correction function
e  Firmware change function

OTHER CONVERTERS

CONV POS-DVR Converter for industrial scales and DVRs

e Porty RS232 i RS-485
e  Wide range of baud rates

& e  Multiple ways to detect packets

e e  Cutting arbitrary pieces of data

/ e Adding data at the end and beginning of the packet €223,75
) e Add a name to a package

. Detecting changes in packages

. Filtering duplicated packets

. HEX and ASCII data preview monitor
e  Configuration via PC software

ADDITIONAL SOFTWARE

Address Shift License that activates Address Shift option

e  Compatible with AG and BG series converters
. Activation with a license code

e  Available for all cameras

e Full flexibility of address assignment

€33,75

Advanced Joystick Correction License that activates Advanced Joystick Correction

e  Compatible with AG and BG series converters
e Activation with a license code €33,75
e  Available for all cameras

e  Separate settings for each camera
e  Separate settings for PAN and TILT

Firmware Upgrader / Software for configuring and updating Ewimar devices
Configurator

e  Connection via USB or COM ports
. Polish and English version FREE
e  Command control

. Direct access to the manual

e  Can read converter configuration

e Displaying available device commands

MUSB MOUSE EXTENDERS

MUSB-1/1 v3.2 Active mouse extender that allows you to control one device at a distance of up
to 1200m

e Standard USB 1.2/2.0

Vi e . Baud rate 9600 baud
e  Transmission of one pair of twisted-pair cables
O e Supports 1 device €114,75
E B e  Transmission range up to 1200 m
E ! P e  The setincludes: transmitter, receiver, power supply, USB cable and optical mouse

e Mouse control is done in real time

e  Compatible with fiber optic systems and wireless telemetry systems
o  Wireless Mouse Support

e  Transmitter dimensions: 87 x 28 x 51 (mm)
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MUSB-1/1/So v3.2

Active addressable mouse extender with optical separation allowing you to
control up to 8 devices at a distance of up to 1200m

. Standard USB 1.2/ 2.0
. Baud rate 9600 baud

Ewimar Sp. z 0.0., Manufacturer of surge protection systems

ul. Konarskiego 84, 01-355 Warszawa

. Transmission of one pair of twisted-pair cables
[(jl i e  Supports 1 device expandable to 8
- e  Optical separation: Elimination of industrial interference
] : €131,25
ﬁ Wy e  Surge protection up to 600W
e  Transmission range up to 1200 m
. Includes: transmitter and addressable receiver expandable with an additional receiver,
power supply, USB cable and optical mouse
. Mouse control is done in real time
e  Compatible with fiber optic systems and wireless telemetry systems
e  Wireless mouse support
e  Transmitter dimensions: 87 x 28 x 51 (mm)
MUSB-4/1/So v3.2 Active addressable mouse extender with optical separation allowing you to
control up to 8 devices at a distance of up to 1200m
e  Standard USB 1.2/2.0
mygares . Baud rate 9600 baud
. Transmission of one pair of twisted-pair cables
! B = w& e  Supports up to 4 devices expandable to 8
’_W(i'_ﬂ . e  Optical separation: Elimination of industrial interference €167.25
Al [:Jf = e  Surge protection up to 600W ’
e  Transmission range up to 1200 m
. Included: transmitter and addressable receiver expandable with additional
. receiver, power supply, USB cable and optical mouse
. Mouse control is done in real time
e  Compatible with fiber optic systems and wireless telemetry systems
. Wireless mouse support
e  Transmitter dimensions: 87 x 28 x 51 (mm)
MUSB-TX Additional MUSB transmitter for more than one mouse
e  Standard USB 1.2/2.0
e  Allows you to control devices with more than one mouse
@swz;...(,r e  Works with available MUSB kits €57 25
n _ e  Transmission range up to 1200 m ’
N ‘7 . Baud rate 9600 baud
« e  Transmission on one pair of twisted-pair cables
e  Wireless mouse support
e Dimensions: 87 x 28 x 51 (mm)
MUSB-RX/So Single-channel expansion with separation - dedicated to MUSB
e  Standard USB 1.2, 2.0
S e  Supports 1 device
< e  Support for addresses 1-8
h ' Optical separation: Elimination of industrial interference €88,00
‘xt“ ° p p
iy e Surge protection up to 600W
e  Transmission range up to 1200 m
e Works with MUSB-1/1/So, MUSB-4/1/So
e Dimensions: 87 x 28 x 51 (mm)
MUSB-RX4/So Four-channel extension with optical separation - dedicated to MUSB
e Standard USB 1.2/2.0
e  Supports up to 4 devices
. Sup‘port for add.resses. 578 . . €114,75
e  Optical Separation: Elimination of Industrial Interference
e  Surge protection up to 600W
e  Transmission range up to 1200 m
e Works with MUSB-1/1/So, MUSB-4/1/So
e Dimensions: 87 x 32 x 106 (mm)
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ACCESSORIES

U-BOX Pole mount for cameras and surge protections
— e  Pole mount for cameras and surge protections: BOX HD-1-EXT,
o BOX-PTU-51-EXT/PoE/MINI, BOX-1-PTF-51-EXT/PoE, BOX-2-PTF-51-EXT/PoE
) . Minimum pole diameter 55 mm €2800

e  Galvanised metal sheet, galvanised with varnish

e  Clamps with a diameter of 130 - 150 (mm)

e  Compatible with, cameras(among others): Dahua, Hikvision, Novus
e  Dimensions: 150 x 230 x 55 (mm)

BOX-1 Junction box

IP66 rating
e Waterproof, dustproof €9,25
e  Compatible with U-BOX

e Dimensions: 114 x 114 x 57 (mm)

faer
L]

BOX-2 Junction box

e  |IP66 rating
Waterproof, dustproof €14,25
Compatible with U-BOX

e Dimensions: 151 x 117 x 67 (mm)

7= =4
e o

BOX-3 Junction box
| B e  |IP66 rating
\:t e Waterproof, dustproof €16,75
-L4| e  Compatible with U-BOX
~ e  Dimensions: 190 x 150 x 77 (mm)
BOX-DIN-3 Junction box with DIN rail
| B e  |IP66 rating
K:‘ e  Waterproof, dustproof €24,25
-L‘| e  Compatible with U-BOX
\\,

e  Comes with a DIN rail for mounting protections
e  Dimensions: 190 x 150 x 77 (mm)

PTF-5-BOX Housing for PTF-54 modules

e  Compatible with 4-channel PTF-54 protections
e  Designed for one 4-channel module

€10,00

. o P L] . Protects the module from dust and damage
- e  Freestanding / wall-mounted enclosure
. Dimensions: 133 x 82 x 35 (mm)
PTU/PTE-5-BOX Professional housing for PTU-54 and PTF-54 modules
e  Compatible with PTU-54 and PTF-54 4-channel protections
, & e  Designed for one 4-channel module
s
L e  Freestanding / wall-mounted housing €24,50
e  Grounding via cable
e Dimensions: 184 x 104 x 48 (mm)
PTU/PTE-5-BOX-DIN Professional housing on DIN rail for PTU-54 and PTF-54 modules
. . e  Compatible with PTU-54 and PTF-54 4-channel protections
g ; e  Designed for one 4-channel module €31 25
i . Free-standing / DIN rail mounted housing !
i _ ding / il d housi
4, 3 e Grounding via cable/DIN rail
e  Dimensions: 152 x 104 x 48 (mm)
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https://ewimar.com/pole-bracket-for-cctv-cameras-and-surge-protectors.html
https://ewimar.com/junction-box1-watertight-ip66.html
https://ewimar.com/junction-box2-watertight-ip66.html
https://ewimar.com/junction-box-box3-waterproof-ip66.html
https://ewimar.com/box-3-din-waterproof-ip66-junction-box-with-din-rail.html
https://ewimar.com/standalone-enclosure-for-modules-ptf-54-series-ptf-5-box.html
https://ewimar.com/plastic-housing-for-modular-ptu-ptf-54-protection.html
https://ewimar.com/plastic-housing-for-modular-ptu-ptf-54-protection-for-din-rail.html
https://ewimar.com/plastic-housing-for-modular-ptu-ptf-54-protection-for-din-rail.html

PTU/PTE-5-RACK

1U metal housing for 19" RACK cabinet for PTU-54 and PTF-54 modular protection

Allows you to design a panel with any configuration of
PTU-54 and PTF-54 series surge protections

Allows the installation of up to 4 PTU-54 or PTF-54 modules
Ensures stable screw connection of the modules

Grounding via cable

Mounting in a 19" RACK cabinet, 1U height

€47,50

PTE-6-BOX

Housing for PTF-64 modules

Compatible with 4-channel PTF-64 protections
Designed for one 4-channel module

Protects the module from dust and damage
Freestanding / wall-mounted hosuing
Dimensions: 133 x 82 x 35 (mm)

€10,00

PTU/PTE-6-BOX

Professional housing for PTU-64 and PTF-64 modules

Compatible with PTU-64 and PTF-64 4-channel protections
Designed for one 4-channel module

Freestanding / wall-mounted housing

Grounding via cable

Dimensions: 184 x 104 x 48 (mm)

5 years manufacturer's warranty

€24,50

PTU/PTE-6-BOX-DIN

HI ey

Professional housing for PTU-64 and PTF-64 modules on DIN rail

Compatible with PTU-64 and PTF-64 4-channel protections
Designed for one 4-channel module

Free-standing / DIN rail mounted housing

Grounding via cable/DIN rail

Dimensions: 152 x 104 x 48 (mm)

5 years manufacturer's warranty

€31,25

PTU/PTE-6-RACK

1U

metal housing for 19" RACK cabinet for PTU-64 and PTF-64 modules

Allows you to design a panel with any configuration of
PTU-64 and PTF-64 series surge protections

Allows for the installation of 1 to 4 PTU-64 or PTF-64 modules
Ensures stable screw connection of the modules

Grounding via cable

Mounting in a 19" RACK cabinet, 1U height

5 years manufacturer's warranty

€47,50

PTU/PTE-5/6-COVER

Masking cover for PTU/PTF panels

Made of powder-coated sheet metal

Fastening to the panel with screws

Designed for protection of the PTU and PTF series in RACK housings
Protects devices from dust, unauthorized access and damage

€17,25

LK-MOUNT

Angled brackets for patch panels in a RACK cabinet

Designed for protection panels

Allows the panel to be mounted at an angle of 45 degrees
Mounted in the back of the RACK cabinet

Right and left handles included

€17,25

Ewimar Sp. z 0.0., Manufacturer of surge protection systems

ul. Konarskiego 84, 01-355 Warszawa
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https://ewimar.com/rack-base-for-modules-ptf-54-and-ptu-54-series-ptu-ptf-5-rack.html
https://ewimar.com/standalone-enclosure-for-modules-ptf-64-series-ptf-6-box.html
https://ewimar.com/plastic-housing-for-modular-ptu-ptf-64-protection.html
https://ewimar.com/plastic-housing-for-modular-ptu-ptf-64-protection-for-din-rail.html
https://ewimar.com/rack-19-base-for-protection-modules-series-ptf-64-and-ptu-64.html
https://ewimar.com/top-cover-for-gigabit-ethernet-surge-arresters.html
https://ewimar.com/bracket-for-lko-and-lkt-cctv-patchpanel-lk-mount.html

Manufacturer of surge protection systems
Ewimar Sp. z o. o.
ul. Konarskiego 84
01-355 Warszawa
www.ewimar.com



